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EXECUTIVE SUMMARY 
According to the 303(d) New Hampshire List of Impaired Waters, Marsh, Jones, and Downing Ponds are impaired for primary 
contact recreation due to elevated levels of cyanobacteria hepatotoxic microcystins. Toxic cyanobacteria blooms are often 
indicative of enhanced nutrient loading, particularly phosphorus, from point source (PS) and nonpoint source (NPS) pollution 
such as stormwater runoff from developed and agricultural land uses. In this case, point source discharges from the Powder 
Mill State Fish Hatchery are estimated to contribute 342 kg P/yr (67% of the total load) to the river as it flows into Marsh Pond. 
Local groups and town officials are working with state and federal agencies to set an appropriate phosphorus load discharge 
limit for the Powder Mill State Fish Hatchery; this permitted limit will dictate the achievable in-pond concentrations for Marsh, 
Jones, and Downing Ponds, and thus, the water quality goals described herein should be considered preliminary. Below 
Downing Pond and in Alton, the Merrymeeting River flows through the Merrymeeting Marsh Wildlife Management Area where 
Coffin Brook, which serves as prime habitat for bridle shiners and wild brook trout, joins the Merrymeeting River. Coffin Brook 
has been identified as a major source of phosphorus load to the Merrymeeting River. Mill Pond in Alton was also listed as 
impaired for aquatic life use due to elevated levels of cyanobacteria based on assessments completed during the plan 
development process. 

Even with a substantial reduction in the phosphorus load discharged from the Powder Mill State Fish Hatchery, legacy 
phosphorus in anoxic sediment will continue to generate an internal phosphorus load to the ponds and unmitigated sources 
of pollution (i.e., phosphorus) will likely increase as development or other human activities in the watershed increase (e.g., 
conversion of small, seasonal properties to large, year-round homes). The build-out analysis for the watershed showed that 
about 11,653 acres are still developable and up to 3,762 new buildings could be added to the watershed at full build-out based 
on current zoning standards. As a result of anticipated new development, an increase in in-pond phosphorus concentration, 
as well as associated cyanobacteria and algae growth, will contribute to dissolved oxygen depletion as algal cells and other 
organic matter sink, die, and decompose in the ponds, stimulating further internal phosphorus loading. It is therefore 
important to take proactive steps to manage and treat pollutants entering surface waters from existing and future pollution 
sources in the Merrymeeting River and Lake watershed. These actions will ensure continued ecosystem health and 
recreational enjoyment by current and future generations. 

While the Merrymeeting River (and its ponds) suffer from excess phosphorus loading, Merrymeeting Lake is one of the clearest 
lakes in New Hampshire and supports a thriving population of coldwater fish, including land-locked salmon and rainbow 
trout that are stocked by the Powder Mill State Fish Hatchery. Cyanobacteria microcystin levels are very low and no invasive 
aquatic plants have been found. The lake, however, is threatened by existing and future development (including the two 
roads circling the lake within 100 feet of the shoreline), highspeed boating that aggravates shoreline erosion, defective 
culverts, and timber harvesting (a large operation was undertaken on the southern side of the lake). As a large headwater 
source to the Merrymeeting River, preserving the excellent water quality of Merrymeeting Lake will be crucial to sustaining 
downstream water quality improvements, including the economically vital Lake Winnipesaukee to which the Merrymeeting 
River flows. 

The Merrymeeting River and Lake Watershed Management Plan provides a roadmap for 
improving the water quality of surface waters within the Merrymeeting River and Lake 
watershed and a mechanism for procuring funding (e.g., Section 319 grants) to secure actions 
needed to achieve the water quality goal. USEPA requires that a nine-element watershed plan 
(or an acceptable alternative plan) be created so that communities become eligible for 
watershed assistance grants.  

As part of the development of this plan, a build-out analysis, water quality and assimilative capacity analysis, and 
shoreline/watershed surveys were conducted (Section 3). Results of these efforts were used to run a land-use model, or Lake 
Loading Response Model (LLRM), that estimated the pre-development, current, and projected future amount of total 
phosphorus being delivered to the lake, ponds, and river from the watershed (Section 3.3). An Action Plan (Section 5.2) with 
associated timeframes, responsible parties, and estimated costs was developed based on feedback from community 
members that attended the public forum in August 2018. A watershed survey of the entire watershed and a shoreline survey 
of Merrymeeting Lake only were completed in 2018; seventy-eight (78) pollutant sites and 285 high to medium impact rated 
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shoreline properties were identified and prioritized for remediation (refer to Section 3.5 and 5.2). Completing the action items 
set forth in the Action Plan (5.2) will help achieve the water quality goal and objectives determined by the watershed 
community. Management strategies for achieving the water quality goal and objectives involve using a combination of 
structural and non-structural BMPs (such as ordinance revisions that better protect water quality), as well as an adaptive 
management approach that allows for regular updates to the plan (refer to Section 4). 

The success of this plan is dependent on the continued effort of volunteers, and a strong and diverse steering committee (like 
the one established for plan development) that meets regularly to coordinate resources for implementation, review progress, 
and make any necessary adjustments to the plan to maintain relevant action items and interim benchmarks. Measurable 
milestones (number of BMP sites, volunteers, funding received, etc.) should be tracked by a steering committee and reported 
to NHDES on a regular basis. 

A reduction in nutrient loading is no easy task, and because there are many diffuse sources of phosphorus reaching the river, 
lake, and ponds from existing residential development, roads, septic systems, and other land uses in the watershed, it will 
require an integrated and adaptive approach across many different parts of the watershed community to be successful.  
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DEFINITIONS 
Adaptive management approach recognizes that the entire watershed cannot be restored with a single restoration action 
or within a short time frame. The approach provides an iterative process to evaluate restoration successes and challenges 
to inform the next set of restoration actions. 

Anoxia is a condition of low dissolved oxygen. 

Areal water load is a term used to describe the |×ÚôØð Ú¾ ü|ð²é ²Øð²éÊØ¿ | Õ|Ò² ÚØ |Ø |ØØô|Õ ©|êÊê ®ÊúÊ®²® ©þ ðÅ² Õ|Ò²Ƹê
surface area. 

Assimilative Capacity Êê | Õ|Ò²Ƹê «|æ|«Êðþ ðÚ é²«²Êú² |Ø® æéÚ«²êê ØôðéÊ²Øðê ƠæÅÚêæÅÚéôêơ üÊðÅÚôð Ê×æ|ÊéÊØ¿ ü|ð²é èô|ÕÊðþ Úé
harming aquatic life. 

Best Management Practices (BMPs) are conservation practices designed to minimize discharge of NPS pollution from 
developed land to lakes and streams. Management plans should include both non-structural (non-engineered) and 
structural (engineered) BMPs for existing and new development to ensure long-term restoration success. 

Build-out analysis combines projected population estimates, current zoning restrictions, and a host of additional 
development constraints (conservation lands, steep slope and wetland regulations, existing buildings, soils with low 
development suitability, and unbuildable parcels) to determine the extent of buildable areas in the watershed. 

Chlorophyll -a (Chl-a) is a measurement of the green pigment found in all plants, including microscopic plants such as 
algae. Measured in parts per billion or ppb, it is used as an estimate of algal biomass; the higher the Chl-a value, the higher 
the number of algae in the lake. 

Clean Water Act (CWA) requires states to establish water quality standards and conduct assessments to ensure that 
surface waters are clean enough to support human and ecological needs. 

Cyanobacteria are photosynthetic, nitrogen-fixing bacteria that can grow prolifically as blooms when enough nutrients are 
available. Some cyanobacteria can produce microcystin, which is highly toxic to humans and other life forms. 

Dissolved Oxygen (DO) is a measure of the amount of oxygen dissolved in water. Low oxygen can directly kill or stress 
organisms and stimulate release phosphorus from bottom sediments.  

Epilimnion  is the top layer of lake water directly affected by seasonal air temperature and wind. This layer is well-
oxygenated by wind and wave action.  

Eutrophication is the process by which lakes become more productive over time (oligotrophic to mesotrophic to 
²ôðéÚæÅÊ«ơƈ O|Ò²ê Ø|ðôé|ÕÕþ ©²«Ú×² ×Úé² æéÚ®ô«ðÊú² Úé Ƶ|¿²ƶ Úú²é ðÅÚôê|Ø®ê Ú¾ þ²|éêƈ In recent geologic time, however, 
humans have enhanced the rate of enrichment and lake productivity, speeding up this natural process to tens or hundreds 
of years.  

Fall turnover  is the process of complete lake mixing when cooling surface waters become denser and sink, especially 
during high winds, forcing warmer, less-dense water to the surface. This process is critical for the natural exchange of 
oxygen and nutrients between surface and bottom layers in the lake. 

Flushing rate (also called retention time) is the amount of time water spends in a waterbody. It is calculated by dividing the 
flow in or out by the volume of the waterbody.  

Full build -out  refers to the time and circumstances in which, based on a set of restrictions (e.g., environmental constraints 
and current zoning), no more building growth can occur, or the point at which lots have been subdivided to the minimum 
size allowed.  

Hypolimnion  is the bottom-most layer of the lake that experiences periods of low oxygen during stratification and is devoid 
of sunlight for photosynthesis.  

Impervious surfaces refer to any surface that will not allow water to soak into the ground. Examples include paved roads, 
driveways, parking lots, and roofs. 
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Internal Phosphorus Loading is the process whereby phosphorus bound to lake bottom sediments is released back into 
the water column during periods of anoxia. The phosphorus can be used as fuel for plant and algae growth, creating a 
positive feedback to eutrophication. 

Low Impact Development (LID) is an alternative approach to conventional site planning, design, and development that 
reduces the impacts of stormwater by working with natural hydrology and minimizing land disturbance by treating 
stormwater close to the source, and preserving natural drainage systems and open space, among other techniques. 

Nonpoint Source (NPS) Pollution comes from diffuse sources throughout a watershed, such as stormwater runoff, 
seepage from septic systems, and gravel road erosion. One of the major constituents of NPS pollution is sediment, which 
contains a mixture of nutrients (like phosphorus) and inorganic and organic material that stimulate plant and algae growth. 

Non-structural  BMPs, which do not require extensive engineering or construction efforts, can help reduce stormwater 
runoff and associated pollutants through operational actions, such as land use planning strategies, municipal maintenance 
practices, and targeted education and training. 

Oligotrophic  lakes are less productive or have less nutrients (i.e., low levels of phosphorus and chlorophyll-a), deep Secchi 
Disk Transparency readings (8.0 m or greater), and high dissolved oxygen levels throughout the water column. In contrast, 
eutrophic  lakes have more nutrients and are therefore more productive and exhibit algal blooms more frequently than 
oligotrophic lakes. Mesotrophic lakes fall in-between with an intermediate level of productivity. 

pH is the standard measure of the acidity or alkalinity of a solution on a scale of 0 (acidic) to 14 (basic).  

Riparian corridor  refers to wildlife habitat found along the banks of a lake, river, or stream. Not only are these areas 
ecologically diverse, but they are also critical to protecting water quality by preventing erosion and filtering polluted 
stormwater runoff. 

Secchi Disk Transparency (SDT) is a vertical measure of the transparency of water (ability of light to penetrate water) 
obtained by lowering a black and white disk into the water until it is no longer visible. Transparency is an indirect measure 
of algal productivity and is measured in meters (m). 

Structural BMPs, or engineered Best Management Practices, are often at the forefront of most watershed restoration 
projects and help reduce stormwater runoff and associated pollutants. 

Thermal stratification  is the process whereby warming surface temperatures in summer create a temperature and density 
differential that separates the water column into distinct, non-mixable layers.  

Thermocline or metalimnion  is the markedly cooler, dynamic middle layer of rapidly changing water temperature. The top 
of this layer is distinguished by at least a degree Celsius drop per meter of depth.  

Total Phosphorus (TP) is one of the major nutrients needed for plant growth. It is generally present in small amounts 
(measured in parts per billion (ppb)) and limits plant growth in lakes. In general, as the amount of TP increases, the number 
of algae also increases. 

Trophic State  is the degree of eutrophication of a lake and is designated as oligotrophic, mesotrophic, or eutrophic.  
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1. INTRODUCTION 
1.1  BACKGROUND AND PURPOSE 
Located in the Towns of Alton and New Durham, New Hampshire and draining to the economically vital Lake Winnipesaukee1, 
the Merrymeeting River and Lake is an important water resource that supports an abundance of plants and animals and has 
attracted people to its waters for over 100 years. Residents, transient boaters, and summer tourists alike enjoy the river and 
Õ|Ò²Ƹê ê«²ØÊ« ©²|ôðþ |Ø® èôÊ²ðƃ éôé|Õ «Å|é|«ð²éƈHowever, the water quality of the Merrymeeting River and several ponds 
(Marsh Pond, Jones Pond, and Downing Pond) are listed by the New Hampshire Department of Environmental Services 
(NHDES) as impaired for aquatic life due to the presence of toxic cyanobacteria microcystins, among other degraded water 
quality parameters (NHDES, 2018a). In addition, while Merrymeeting Lake currently has excellent water quality (arguably 
among the best in New Hampshire), Merrymeeting Lake is threatened by anticipated increases in pollutants from future 
development. As a large headwater source to the Merrymeeting River, preserving the excellent water quality of Merrymeeting 
Lake will be crucial to sustaining downstream water quality improvements. It is therefore important to take proactive steps 
to manage and treat pollutants entering surface waters from existing and future point and nonpoint source (NPS) pollution 
in the Merrymeeting River and Lake watershed. These actions will ensure continued ecosystem health and recreational 
enjoyment by current and future generations. 

The Merrymeeting River and Lake Watershed Management Plan is the culmination of a major effort by many individuals who 
care about the long-term protection of water quality in the watershed. The plan provides a roadmap using the United States 
3ØúÊéÚØ×²Øð|Õ _éÚð²«ðÊÚØ ¿²Ø«þƸê Ơkc3_ Ƹê) nine key planning elements for preserving and/or improving water quality and 
a mechanism for acquiring funding for implementation of management actions (e.g., Section 319 grants). USEPA requires that 
a watershed plan, or an acceptable alternative plan, be created so that communities become eligible for watershed 
assistance implementation grants. In addition, this plan sets the stage for ongoing dialogue among key stakeholders in the 
community and promotes coordinated action to address future development in the watershed. Plan success is dependent 
on the continued effort of volunteers, as well as a strong and diverse steering committee that meets regularly to review 
progress and make any necessary adjustments to the plan. 

As part of the development of this plan, a build -out analysis, water quality and assimilat ive capacity analysis, and 
shoreline/watershed surveys were conducted (Section 3). Results of these efforts were used to run a land-use model, or Lake 
Loading Response Model (LLRM), that estimated the pre-development, current, and projected future amount of total  
phosphorus delivered to the river and lake from the watershed (Section 3.3). An Action Plan (Section 5.2) with associated 

 
1 A USEPA survey completed in 1974 showed that the Merrymeeting River was the second largest phosphorus and water load among 27 major tributaries to 
Lake Winnipesauke (USEPA, 1974). 

© John Gisis 
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timeframes, responsible parties, and estimated costs was developed based on feedback from community members that 
attended the public forum. The forum was designed to provide stakeholders with information on the watershed and water 
quality of Merrymeeting River and Lake, to solicit stakeholder input on action items, and to discuss the timing and elements 
of the plan.  

1.2  STATEMENT OF GOAL 
The goal of the Merrymeeting River and Lake Watershed Management Plan is to maintain and/or improve water quality in the 
Merrymeeting River and Lake so that toxic cyanobacteria blooms are eliminated. The goals will be achieved by accomplishing 
three objectives. More detailed action items to achieve these objectives are provided in the Action Plan (Section 5.2). 

Objective 1: Maintain the excellent water quality of Merrymeeting Lake at 3.5 ppb for in-lake total phosphorus. In 
the next 10 years, offset an anticipated additional load of 16 kg P/yr from new development.  

Objective 2: Improve the water quality of Marsh, Jones, and Downing Ponds to meet an annual and monthly average 
of 10 ppb for in-pond total phosphorus by reducing 293 kg P/yr (78%) from the Powder Mill State Fish Hatchery and 
offsetting an anticipated additional load of 14 kg P/yr from new development in the next 10 years. The former will be 
dependent on state and federal regulatory permit limits that are currently pending. The latter can be achieved by 
implementing low-impact development regulations on new development and/or implementing stormwater or 
septic system improvements to reduce pollution from existing development. 

Objective 3: Improve the water quality of the Merrymeeting River as it enters Alton Bay to meet an annual and 
monthly average of 10 ppb for total phosphorus by reducing 88 kg P/yr from existing development and offsetting an 
anticipated additional load of 110 kg P/yr from new development in the next 10 years. This can be achieved by 
implementing low-impact development regulations on new development and/or implementing stormwater or 
septic system improvements to reduce pollution from existing development. 

1.3  ER,Tb_Tb hER= 3_ ƸcNINE ELEMENTS 
USEPA guidance lists nine components that are required within a watershed plan to restore waters impaired or likely to be 
impaired by NPS pollution. These guidelines highlight important steps in restoring and protecting water quality for any 
waterbody affected by human activities. The following locates and describes the nine required elements found within this 
plan: 

A. IDENTIFY CAUSES AND SOURCES: Section 3.5 highlights known sources of NPS pollution to Merrymeeting River 
and Lake and describes the results of the watershed and shoreline surveys conducted in 2018. These sources of 
pollution must be controlled to achieve load reductions estimated in this plan, as discussed in item (B) below.  

B. ESTIMATE PHOSPHORUS LOAD REDUCTIONS EXPECTED FROM MANAGEMENT MEASURES: described under (C) 
below: Sections 3.5 and 4.1.1 describe the calculation of pollutant load to Merrymeeting River and Lake and the 
amount of reduction needed to meet the water quality goal. Section 4 describes how estimated phosphorus load 
reductions to Merrymeeting River and Lake can be met using specific management measures, including structural  
Best Management Practices (BMPs) for existing development, non-structural BMPs for future development, and 
an adaptive management approach.   

C. DESCRIPTION OF MANAGEMENT MEASURES: Sections 4 and 5.2 identify ways to achieve the estimated 
phosphorus load reduction and reach water quality targets. The Action Plan focuses on six major topic areas that 
address NPS pollution, including: water quality monitoring, watershed and shorefront BMPs, roads, municipal 
planning and conservation, and septic systems. Management options in the Action Plan focus on non-structural 
BMPs integral to the implementation of structural BMPs. 

D. ESTIMATE OF TECHNICAL AND FINANCIAL ASSISTANCE: Sections 5.1, 5.2, and 5.4 include a description of the 
associated costs, sources of funding, and primary authorities responsible for implementation. Sources of funding 
need to be diverse and should include local, state, and federal granting agencies (towns of Alton and New Durham, 
NHDES, and USEPA), local groups (MMLA), private donations, and landowner contributions for BMP implementation 
on private property. The towns of Alton and New Durham, and other core stakeholders, led by the CMSC, should 
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oversee the planning effort by meeting regularly and efficiently coordinating resources to achieve the objectives set 
forth in this plan. 

E. INFORMATION & EDUCATION & OUTREACH: Sections 1.5 and 5.5 describe how the Education and Outreach 
component of the plan is already being or will be implemented to enhance public understanding of the project, 
because of leadership from the CMSC and the towns of Alton and New Durham. 

F. SCHEDULE FOR ADDRESSING PHOSPHORUS REDUCTIONS: Section 5.2 provides a list of action items and 
recommendations to reduce stormwater and phosphorus runoff to Merrymeeting River and Lake. Each item has a 
set schedule that defines when the action should begin and/or end or run through (if an ongoing activity). The 
schedule should be adjusted by a steering committee on an annual basis (see Section 4.3 on Adaptive Management). 

G. DESCRIPTION OF INTERIM MEASURABLE MILESTONES: Section 5.3 outlines indicators of implementation success 
that should be tracked annually. Using indicators to measure progress makes the plan relevant and helps sustain 
the action items. The indicators are divided into three different categories: Environmental, Programmatic, and Social 
Indicators. Environmental indicators are a direct measure of environmental conditions, such as improvement in 
water clarity or reduced median in-lake phosphorus concentration. Programmatic indicators are indirect measures 
of restoration activities in the watershed, such as how much funding has been secured or how many BMPs have been 
installed. Social indicators measure change in social behavior over time, such as the number of new monitoring 
volunteers.  

H. SET OF CRITERIA: Sections 3.4 and 5.3 can be used to determine whether loading reductions are being achieved 
over time, substantial progress is being made towards water quality objectives, and if not, criteria for determining 
whether this plan needs to be revised. 

I. MONITORING COMPONENT: Section 5.2.1 of the Action Plan describes the long-term water quality monitoring 
strategy for Merrymeeting River and Lake, the results of which can be used to evaluate the effectiveness of 
implementation efforts over time as measured against the criteria in (H) above. The goal of this plan is to improve 
water quality by lowering the median phosphorus concentration to eliminate the presence of toxic cyanobacteria 
microcystins. The success of this plan cannot be evaluated without ongoing monitoring and assessment and careful 
tracking of load reductions following successful BMP implementation projects. 

1.4  PLAN DEVELOPMENT AND COMMUNITY PARTICIPATION PROCESS 
The plan was developed through the collaborative efforts of numerous meetings, public presentations, and conference calls 
between FB Environmental Associates (FBE), the CMSC, NHDES, the USEPA, the towns of Alton and New Durham, and private 
landowners (see Acknowledgments).  

Five meetings and one river paddle  were held. The following list does not include several regular meetings of the CMSC. 

¶ May 31, 2018:  FBE with the CMSC held a kick-off meeting and presentation to give a broad overview of the project 
and watershed plan development process, as well as discuss the project timeline. Twenty-seven watershed 
stakeholders were in attendance. 

¶ August 17, 2018: FBE met with Fred Quimby, Mike Gelinas, and Bob Craycraft at the University of New Hampshire 
(UNH) to discuss the current status of available data for use in the plan and the need for additional sampling in late 
summer and fall. 

¶ September 22, 2018: FBE, DK, and Mike Gelinas completed a boat and river paddle of the ponds and lower portion 
of Merrymeeting River. 

¶ December 12, 2018: FBE and HWG introduced the top 10 erosion areas identified in the watershed during the 
watershed survey. The CMSC helped to prioritize the identified erosion sites in the draft BMP Matrix for update and 
inclusion in the plan and for determination of the four sites for conceptual BMP designs. 

¶ March 29, 2019: FBE met with Fred Quimby, Mike Gelinas, and Bob Craycraft at the UNH to discuss the upcoming 
water quality sampling season. 

¶ May 30, 2019: FBE and DK presented the modeling and build-out analysis results, along with the draft water quality 
goals and objectives. The CMSC discussed and provided final feedback on the goals and objectives. 
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Three public presentations  were given to the Merrymeeting 
River and Lake community. These events were advertised in 
the local Baysider. 

¶  August 23, 2018. A community forum and public 
presentation was held at the New Durham 
Elementary School. The forum and presentation 
were designed to provide local stakeholders with 
information on the watershed and water quality of 
Merrymeeting River and Lake, to solicit stakeholder 
concerns, identify threats to water quality, and 
prioritize actions to mitigate identified threats. 
About 47 people attended the community forum 
and provided valuable input to the plan. Attendees 
were broken out into four focus groups based on 
areas of concern (septic systems, planning and 
conservation, roads and shorefront watershed 
BMPs, and water quality monitoring). From group 
discussions and additional actions items provided 
by FBE, numerous recommendations for achieving 
action items were identified and prioritized. 
Recommendations from the forum were 
incorporated to the Action Plan (Section 5.2). 

¶ October 25, 2018. A panel discussion was held 
regarding the status of the Powder Mill State Fish 
Hatchery.  

¶ June 19, 2019. A final public presentation was held 
at the New Durham Elementary School. FBE, DK, and 
HWG presented on the results of the project to date, 
including the water quality analysis, assimilative 
capacity, build-out analysis, modeling, and 
conceptual BMP designs. Questions and insights 
gained from public meeting attendees were 
thoughtfully incorporated to the draft and final plan. 

1.5  WATERSHED PROTECTION GROUPS 
The New Durham/Alton Cyanobacteria Mitigation Steering Committee (CMSC) was formed to address the Powder Mill State 
Fish Hatchery point source discharge to the Merrymeeting River after it was identified as the major cause of the cyanobacteria 
impairment in downstream ponds. The group of 20 individuals representing both communities meets 5 times a year and 
alternates sites for the meeting between Alton and New Durham. Meetings are open to the public and announced on both 
town websites and in the Baysider newspaper. The CMSC raised the funds necessary to complete plan development for the 
watershed so that the towns could be eligible for federal and state grants. Working groups of the CMSC include the Powder 
Mill State Fish Hatchery BMPs, Merrymeeting River Water Quality, Watershed Management Plan, and Financing & Public 
Relations.  

The Merrymeeting Lake Association (MMLA) protects the natural resources and ecological conditions of Merrymeeting Lake 
by supporting the Lake Host and Weed Watcher programs, along with water quality testing through the Lakes Lay Monitoring 
Program (LLMP). The LLMP by the UNH Extension is a group of scientists, students, researchers, and volunteers who are 
dedicated to the preservation and management of lakes through citizen-based monitoring and research. The program is 
jointly administered by the UNH Cooperative Extension Natural Resources Program Team and the Center for Freshwater 
Biology at the UNH. The Lake Host program is a courtesy boat inspection program implemented by NH LAKES in cooperation 
with volunteers. Lake Host volunteers monitor boats coming in and out of the lake to identify and prevent the introduction 

FBE presented to the Merrymeeting River and Lake 
community in August 2018.  
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of invasive aquatic plants, such as variable milfoil. The Weed Watcher program uses trained volunteers assigned to areas of 
the lake to monitor monthly (May-September) for changes in weed growth and presence of invasive species. VLAP is a 
cooperative program between NHDES and lake associations that trains volunteers to collect lake and tributary water quality 
data. The Merrymeeting River and ponds in New Durham are surveyed annually for invasive aquatic plant species through the 
New Durham Milfoil Committee. The New Durham Water Quality Committee meets in New Durham Town Hall every third 
Wednesday of the month. All meetings are open to the public. 

NHDES works with local organizations to improve water quality in New Hampshire at the watershed level. NHDES works with 
communities to identify water resource goals and to develop and implement watershed management plans. This work is 
achieved by providing financial and technical assistance to local watershed management organizations; investigating actual 
and potential nonpoint source water contamination problems; among other activities.   
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2. WATERSHED CHARACTERIZATION 
This section provides information on the local climate, demographic history, underlying soil and geographical characteristics, 
and present land cover in the Merrymeeting River and Lake watershed.  

2.1 POPULATION, GROWTH TRENDS, AND LAND COVER 
2.1.1 DESCRIPTION, LOCATION, AND CLIMATE 

The Merrymeeting River and Lake watershed is located 
in the towns of Alton (60.5%), New Durham (37.6%), 
Brookfield (1.0%), Middleton (0.6%), and Gilmanton 
(0.3%), New Hampshire. This 37-square-mile (23,669-
acre) watershed area encompasses Merrymeeting Lake 
(1,242 acres), Marsh Pond (45 acres), Jones Pond (57 
acres), and Downing Pond (54 acres), among other 
small ponds. From the southwestern outlet of 
Merrymeeting Lake, water flows south via the 
Merrymeeting River through Marsh Pond, Jones Pond, 
Downing Pond, the Merrymeeting State Wildlife 
Management Area, and Wentworth Pond (and over the 
Alton Power Dam) before reaching its outlet at Alton 
Bay on Lake Winnipesaukee.  

The Merrymeeting River and Lake watershed is situated 
within a temperate zone of converging weather 
patterns from the hot, wet southern regions and the 
cold, dry northern regions, which causes various 
natural phenomena such as severe thunder and 
lightning storms, hurricanes, and heavy snowfalls. The 
area experiences moderate to high rainfall and 
snowfall, averaging 41.5 inches of precipitation 
annually (data collected and from 1950-2018 from the 
New Durham 4 weather station (USC00275783), with 
gaps covered by the following weather stations: 

© John Gisis 

Figure 2-1. Total annual precipitation and annual max, average, and 
min of monthly air temperature from 1950 - 2017 for the Merrymeeting 
River and Lake watershed area. Data collected from NOAA NCEI. 
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Brookfield 0.9 (US1NHCR0003), Rochester Skyhaven Airport (USW00054791), Alexandria 3 (USC00270040), Plymouth 
(USC00276944), Grafton (USC00273530), and Hanover (USC00273850) (Figure 2-1). Annual air temperature (from average 
monthly data) generally ranges from 26 °F to 60 °F with an average of 42 °F (NOAA NCEI, 2018).  

2.1.2 POPULATION AND GROWTH TRENDS 

The Merrymeeting Lake and River watershed area has 
long been treasured as a recreational haven for both 
summer vacationers and year-round residents. The 
area is among the oldest summer vacation spots in 
New Hampshire and offers fishing, hiking, boating, 
sailing, canoeing, kayaking, and swimming in the 
summer, and ice fishing, cross-country skiing, 
snowshoeing, and snowmobiling in the winter. 
According to the most recent U.S. Census (2010), most 
New Durham and Alton residents are working class 
families and enjoy the natural beauty of the towns 
year-round, but a significant number (29% in New 
Durham, 45% in Alton) also enjoy the area seasonally 
(Table 2-1). Seasonal visitors use amenities around 
the lake and river, including public boat launches, 
public beaches, family camps, and conservation 
lands.  

Understanding population growth and demographics, and ultimately development patterns, provide critical insight to 
watershed management, particularly as it pertains to lake water quality. After a declining population trend from 1820 to 1960, 
the population of both New Durham and Alton grew exponentially from 1960 to 2010 when the population of New Durham 
and Alton peaked at 2,638 and 5,250 respectively, growing 19% and 17% in population from 2000 to 2010, respectively 
(NHOEP, 2011; Table 2-2, Figure 2-2). The desirability of the Merrymeeting River and Lake and the greater Lake Winnipesaukee 
area as a recreational destination will likely stimulate continued population growth in the future. Growth figures and 
estimates suggest that New Durham and Alton should consider the effects of current municipal land-use regulations on local 
ü|ð²é é²êÚôé«²êƈ ê ðÅ² é²¿ÊÚØƸê ü|ð²éêÅ²®ê |é² ®²ú²ÕÚæ²®ƃ ²éÚêÊÚØ ¾éÚ× ®Êêðôé©²® |é²|ê ÊØ«é²|ê²ê ðÅ² æÚð²ØðÊ|Õ ¾Úé ü|ð²é
quality decline (refer to Section 3.3.3 for Build-Out Analysis results). 
 

Table 2-1. 2010 population demographics for the Merrymeeting River and Lake watershed. 

COUNTY/TOWN 
TOTAL 
POP 

AGED  
0-19 

AGED  
20-64 

AGED  
65+ 

TOTAL 
HOUSING 

UNITS 

TOTAL 
OCC. 

HOUSES 

OWNER 
OCC. 

HOUSES 
SEASONAL 
HOUSES1 

RENTER 
OCC. 

HOUSES 

Strafford County 123,143 31,677 76,821 14,645 51,697 47,100 31,242 1,670 15,858 
New Durham 2,638 672 1,648 318 1,523 1,014 923 446 91 
Belknap County 60,088 13,773 36,258 10,057 37,386 24,766 18,523 10,467 6,243 
Alton 5,250 1,227 3,136 887 4,281 2,145 1,786 1,928 359 
1 c²|êÚØ|Õ ÅÚôê²ê |é² «ÚØêÊ®²é²® Ƶú|«|Øðƶ ©þ ðÅ² kc ,²Øêôê *ôé²|ôƈ 

Note: The Merrymeeting River and Lake watershed also extends into the towns of Brookfield (1.0% of the watershed), Middleton (0.6% of the watershed), 
and Gilmanton (0.3% of the watershed), but no significant development exists in these portions of the watershed.   
 

Table 2-2. Population growth rates for the watershed community of the Merrymeeting River and Lake watershed. 

CITY/TOWN 1960 1970 1980 1990 2000 2010 
50-YR GROWH 
RATE (1960-

2010) 

20-YR GROWTH 
RATE (1990-

2010) 

10-YR GROWTH 
RATE (2000-

2010) 
Strafford County 59,799 70,431 85,408 104,233 112,233 123,143 21% 9% 10% 
New Durham 474 583 1,183 1,974 2,220 2,638 91% 17% 19% 
Belknap County 28,912 32,367 42,884 49,216 56,325 60,088 22% 11% 7% 
Alton 1,241 1,647 2,440 3,286 4,502 5,250 65% 30% 17% 

Note: The Merrymeeting River and Lake watershed also extends into the towns of Brookfield (1.0% of the watershed), Middleton (0.6% of the watershed), 
and Gilmanton (0.3% of the watershed), but no significant development exists in these portions of the watershed. 

Figure 2-2. Historical demographic data for the towns of New Durham 
and Alton in the Merrymeeting River and Lake watershed. The 
population of this community has grown dramatically over the last 50 
years. 
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WATER SPORTS ON MERRYMEETING LAKE 
Merrymeeting Lake provides a clean water recreational resource for people of New Hampshire, the nation, and 
worldwide. The lake is accessible to all that want to use it via a state sponsored public boat launch with free parking.  
In addition , there are over 500 homes with direct lake access. The lake supports a commercial marina that stores boats, 
repairs boats, and provides rental boat slips and gasoline, as well as four waterski programs. Waterskiing has been a 
recreational activity on Merrymeeting lake since the 19ŐŋƸê-őŋƸê Úé ÊØ ðÅ² ®|þê Ú¾ üÚÚ®²Ø ©Ú|ðêƃ üÚÚ®²Ø êÒÊê, and 
clotheslines tied to broken broom handles for tow ropes. As waterskiing grew in popularity during the 19ŒŋƸê-ŔŋƸê, 
there were major advances in fiberglass technology for boats and equipment, making it more accessible. During that 
time , there have been at least two officially recognized ski clubs on the lake where a permitted slalom course was 
available for members to prepare and practice for regional competitions. Recently the sport has expanded to more 
recreational use from knee boarding into wakeboarding, as well as Air Chair hydrofoils. The past few years have seen 
the extended use of wake surfing, making the sport even more accessible for less athletic individuals where speeds 
are slower and falls easier. There is one youth summer camp on the lake, Water Monkey Camp, focused on 
wakeboarding, waterskiing , and wake surfing. Campers from all over the U.S. and abroad spend time on the water 
learning from coaches. When not on the boats, campers and staff are exploring the shores on standup (SUP) boards or 
having a meal at the waterfront clubhouse.  In addition, the  camp contributes to  cooleffect.org  and Southeast Land 
Trust (SELT) to offset nearly 50 metric tons of CO2 (25 tons created by the boats and 25 extra tons to help offset camper 
travel) . Campers learn the importance of the watershed environment and recycling. This includes diverting all food 
waste to the local Bickford Farm for their pigs. Over 400 pounds of food waste was produced and provided to the farm 
in summer 2019. Ʃ Russ Weldon & Matt Murphy 

 

 

2.1.3 LAND COVER 

Characterizing land cover within a watershed on a spatial scale can highlight potential sources of NPS pollution that would 
otherwise go unnoticed in a field survey of the watershed. For instance, a watershed with large areas of developed land and 
minimal forestland will likely be more at risk for NPS pollution than a watershed with well-managed development and large 
tracts of undisturbed forest, particularly along headwater streams. Land cover is also the essential element in determining 
how much phosphorus is contributing to a surface water via stormwater runoff and baseflow (see Section 3.3 on Watershed 
Modeling).   

Current land cover in the Merrymeeting River and Lake watershed was determined using a combination of land cover data 
¾éÚ× RA =b REhƸê R²ü A|×æêÅÊé² O|Ø® ,Úú²é êê²êê×²Øð ōŋŋŌ ƞRAO,ŋŌƟƃ R|ðÊÚØ|Õ s²ðÕ|Ø® EØú²ØðÚéþ ƠRsEơ ü²ðÕ|Ø®êƃ
National Hydrography Dataset (NHD) waterbodies, ESRI World Imagery from June 27, 2016, and Google Earth satellite images 
from September 11, 2017. For more details on methodology, see the Merrymeeting River and Lake - Lake Loading Response 
Model Report (FBE, 2019a).   

The Merrymeeting River and Lake watershed is 37 square miles (23,669 acres) and is surrounded by woodlands. As of 2016-
2017 aerial imagery, development accounts for 8% (1,749 acres) of the watershed, while forested areas dominate at 79% 
(17,758 acres). Wetlands and open water represent 11% (2,388 acres) of the watershed, not including Merrymeeting Lake and 
ponds. Agriculture represents 2% (379 acres) and includes row crops, hayfields, and grazing pastures (refer to Appendix A, 
Map 2). The Merrymeeting River watershed in New Durham is characterized largely by residential development along the 
shorelines of the lake, ponds, and river with a few commercial businesses (gravel pit, marina, and water skiing school) and 
farms that support livestock (cows, pigs, chickens, turkeys, horses, and ducks) and crops (blueberries and Christmas trees). 
The Merrymeeting River watershed in Alton is characterized by dense residential and commercial development along the river 
leading to Alton Bay, as well as significant agricultural lands in the Coffin Brook watershed. Commercial businesses in Alton 
include supermarkets, automotive shops, retail shops, gas stations, restaurants, floral shops, medical clinics and offices, 
hardware stores, general offices, salons, banks, gyms, funeral homes, septic haulers, landscapers, post office, car washes, 
and greenhouses. Farms in Alton support livestock (sheep, cows, bison, camels, chickens) and crops (vegetables, Christmas 
trees, blueberries).  
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Developed areas within the Merrymeeting River and Lake watershed are characterized by impervious surfaces, including 
areas with asphalt, concrete, and rooftops that force rain and snow that would otherwise soak into the ground to runoff as 
stormwater. Stormwater runoff carries pollutants to waterbodies that may be harmful to aquatic life, including sediments, 
nutrients, pathogens, pesticides, hydrocarbons, and metals. The build-out analysis conducted for the watershed, coupled 
with projected population growth trends, indicates that the percentage of developed area will continue to increase. 
Therefore, it is imperative that watershed communities incorporate low impact development  (LID) techniques into new 
development projects. More information on LID strategies and BMP implementation can be found in the Action Plan in Section 
5.2. 

FEATURE: History of Development in the Merrymeeting Lake and River Watershed 
Adapted from research documents gathered by former Town Historian Eloise Bickford, current Town Historian Catherine 
TéÕÚüÊ«Ăƃ |Ø® |ôðÅÚé Ú¾ ƵhÅ² AÊêðÚéþ Ú¾ R²ü /ôéÅ|×ƶ 3ÕÕ²Ø K²ØØÊØ¿êƈ 

Before European settlement, the area was inhabited by Native Americans who 
travelled along well-established trails for hunting, fishing, and crop growing. 
According to Chester B. Price of New Durham and author of the book titled 
ƵAÊêðÚéÊ« EØ®Ê|Ø hé|ÊÕê Ú¾ R²ü A|×æêÅÊé² ŌŒŐő ðÚ ōŋŋŎƃƶ ðÅ² ðé|ÊÕê ðé|ú²éê²®
New Durham in several places. For example, the Ko-KchiKook (Cocheco) Trail 
(now Old Bay Road and Main Street) in New Durham traveled to Alton Bay at 
Lake Winnipesaukee, and the Abenaki Trail (now Kings Highway) traveled to 
Wolfeboro. New Durham had one known Native American campsite located at 
Coldrain Pond. Another was located at Quannippi, now called Alton Bay.  

By 1721, the New Hampshire Colonial Assembly voted to cut a road from Dover 
(Cocheco) to Lake Winnipesaukee to construct a fort at the lake. The road 
followed the trails used by the Native Americans traveling to Alton Bay and 
became known as Bay Road. As the trails became roads and a peace treaty 
between Europeans and Native Americans was signed by 1760, colonial 
settlement and wood harvesting in the area took root. People settled around 
the many waterbodies in New Durham, including Merrymeeting Lake, Coldrain 
Pond, Merrymeeting River, March and Chalk Ponds, as well as the Mad, 
Isinglass, Ela, and Cocheco Rivers. The water was used for power, moving 
goods, and food.   

Many sawmills were soon erected in the area, most notably 
the one that created Downing Pond through a dam 
constructed in the late 1ŒŋŋƸê ®ôéÊØ¿ üÅÊ«Å ðÊ×² ðÅ² ðÚüØê Ú¾
New Durham and Alton were granted their town charters. 
Several streams feeding into the pond were also impounded 
for the operation of private sawmills. hÅéÚô¿ÅÚôð ðÅ² ŌœŋŋƸêƃ
harvested logs were floated downstream to Downing Pond 
at the sawmill where they were manufactured into various 
products, such as fly-brush killers, sink and small brushes, 
üÊé² ©éôêÅ²êƃ |Ø® Å|Ø®Õ²êƈ EØ ðÅ² ²|éÕþ ŌŔŋŋƸêƃ ðÅ² ê|ü×ÊÕÕ
operation changed ownership to Dean Allen and then 
merged with the Rogers Company to become the Allen-
Rogers Manufacturing Company, expanding operations to 
meet a larger market. A catastrophic fire in 1931 closed the 
Downing Pond sawmill operation permanently.  

A sawmill and dam were also constructed at the outlet to Merrymeeting Lake and were owned by Captain James Jewett from 
1815-1822, then Nicholas Noyes until 1835 at which time a new dam, sawmill, clapboard-shingle machine, and grist mill were 
added. The sawmill operation at the Merrymeeting Lake outlet changed owners three more times until 1852 when the sawmill 
was converted to a gun powder manufacturing operation and greatly increased the number of buildings. From 1856 to 1861, 

Native American trails in the Lakes Region 
of New Hampshire. 

Allen Handle Company, New Durham, NH 1919 to 1931. 
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the gun powder mills were called Eureka Powder Works Co. Manufacturing. By 1859, the property was sold to Lewis P. Childs 
of Providence, RI and renamed the Union Powder Works Company. It was during his ownership that black powder was 
produced and shipped to support the Union efforts during the Civil War. In 1861, there was a great explosion that required the 
mills to be rebuilt, and the demands of the Civil War took the whole supply. The history of the mill is vague but includes a time 
in 1874 when local men took over the factory.  

By 1922, George Jones purchased the water rights around 
Merrymeeting Lake to control the flow of water downstream 
to Downing Pond. He built an electric power plant, which was 
purchased by Twin State Power Company and then Public 
Service Electric Company. A new dam was also built at Jones 
Pond and Merrymeeting Lake in 1924. To generate the 
required electrical power, Merrymeeting Lake had to be 
drawn down about 8 to 10 feet in the summer, which was 
unpopular for the summer residents. The NHFGD gained 
ownership of the power plant and dams around 1944. The 
æÚü²é æÕ|Øð ü|ê «ÚØú²éð²® ðÚ ðÅ² êð|ð²Ƹê Õ|é¿²êð ¾ÊêÅ
hatchery, which has remained in operation to the present day 
and is fed by the cold, clean waters of Merrymeeting Lake. 
The Merrymeeting Lake dam was rebuilt in 1984 to its current 
state. 

The Town of New Durham disposed of town trash in Marsh Pond in the 1960s. The disposal site was closed by placing 21 
truckloads of sand over the accumulated pile and compacting it with bulldozers. A boat landing was built at Marsh Pond and 
a new dump was opened on Brackett Road.  

2.1.4 LAND CONSERVATION 

Land conservation is essential to the health of a region, particularly for the protection of water resources, enhancement of 
recreation opportunities, vitality of local economies, and preservation of wildlife habitat. Land conservation is one of many 
tools for protecting water quality for future generations. In the Merrymeeting Lake and River watershed, there is the Marks 
Wildlife Management Area (WMA), Merrymeeting State WMA, New Durham Ballfield, Levey Park, Merrymeeting Marsh Dam-
Alton, and the Alton Bay State Forest. Eleven percent, (2,594 acres) of the Merrymeeting River and Lake watershed has been 
classified as conservation land (refer to Appendix A, Map 1). The largest parcel of conserved land is the Merrymeeting State 
WMA (552 acres) in the southeastern part of the watershed, followed by Ellis R. Hatch Jr. WMA (551 acres) in the most northern 
part of the watershed.  The Ellis R. Hatch Jr. WMA expands outside of the watershed area to cover a total of 1,492 acres in the 
towns of Brookfield and Middleton. In March 2019, the MMLA, the Southeast Lake Trust (SELT) of NH, and Moose Mountains 
Regional Greenways (MMRG) met their fundraising goal of $2.9 million to acquire, conserve, and steward the more than 2,000-
acre Birch Ridge Community Forest. Another 1,800 acres north of Merrymeeting Lake (not entirely within the watershed) was 
purchased by former Beaver Brook Forest Lands, who are currently working with the Society for the Protection of NH Forests 
to place a conservation easement on the area. In addition, the town of New Durham has identified floodplains and wetlands 
surrounding the shores of Merrymeeting Lake and River as local conservation priorities. Two drinking water protection areas 
were also marked in the Merrymeeting River watershed.  

2.2 PHYSICAL FEATURES 
2.2.1 TOPOGRAPHY 

The highest elevation in the watershed (about 2,077 feet above sea level) is located on the summit of Prospect Mountain at 
the southernmost extent of the watershed. Merrymeeting Lake and the direct shoreline drainage area are at approximately 
647 feet above sea level. The seven mountains surrounding Merrymeeting Lake are carved from the Merrymeeting ring-dike 
complex of the White Mountain magma series, which is characteristic of previous ancient volcanic activity. These elevation 
measurements were derived from Google Earth.  

  

Powder Mill State Fish Hatchery, 1947. 
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2.2.2 SOILS AND GEOLOGY 

Surficial Geology 

The composition of soils surrounding Merrymeeting River and Lake reflects the dynamic geological processes that have 
shaped the landscape of New Hampshire over millions of years. Some 300 to 400 million years ago, much of the northeastern 
United States was covered by a shallow sea; layers of mineral deposition compressed to form sedimentary layers of shale, 
ê|Ø®êðÚØ²ƃ |Ø® ÕÊ×²êðÚØ² Ơ=ÚÕ®ðÅü|Êðƃ ŌŔŐŌơƈ Tú²é ðÊ×²ƃ ðÅ² 3|éðÅƸê «éôêð ðÅ²Ø ¾ÚÕ®²® ôØ®²é ÅÊ¿h heat and pressure to change 
the sedimentary rocks into metamorphic rocks (quartzite, schist, and gneiss parent material). This metamorphic parent 
material has since been modified by bursts of molten material intrusions to form igneous rock, including granite for which 
New Hampshire is famous for (Goldthwait, 1951). Erosion has further modified and shaped this parent material over the last 
200 million years.  

The current landscape formed 12,000 years ago, at the end of the Great Ice Age, as the mile-thick glacier over half of North 
×²éÊ«| ×²Õð²® |Ø® é²ðé²|ð²®ƃ ê«ÚôéÊØ¿ ©²®éÚ«Ò |Ø® ®²æÚêÊðÊØ¿ ¿Õ|«Ê|Õ ðÊÕÕ ðÚ «é²|ð² ðÅ² ®²²æÕþ ê«Úôé²® ©|êÊØ Ú¾ ðÅ² é²¿ÊÚØƸê 

lakes. The retreating action also eroded mountains and left behind remnants of drumlins and eskers from ancient stream 
deposits. The glacier deposited a layer of glacial till more than three feet deep. Glacial till is composed of unsorted material, 
with particle sizes ranging from loose and sandy to compact and silty to gravely. This material laid the foundation for invading 
vegetation and meandering streams as the depression basins throughout the region began to fill with water (Goldthwait, 
1951). The seven mountains surrounding Merrymeeting Lake are part of the ring-dike complex of the White Mountain magma 
series from ancient volcanic activity. 

Soils  

The soils in the Merrymeeting River and Lake watershed 
(Appendix A, Map 3) are a direct result of geologic 
processes. The most prevalent soil group in the watershed 
is Gloucester extremely stony find sandy loam (3,418 acres, 
15%), followed by Metacomet fine sandy loam, very stony 
(2,163 acres, 10%), Tunbridge-Lyman-Becket complex, 
very stony (1,581 acres, 7%), Millsite-Woodstock-Henniker 
complex, very stony (1, 560 acres, 7%), and Gloucester very 
stony fine sandy loam (1,448 acres, 7%). These soils are all 
classified with having very stony material and have low 
runoff potential (Gloucesters) or moderately high runoff 
potential (Metacomet, Tunbridge, and Millsite). The 
remaining 54% of the watershed (excluding the lake area) 
is a combination of 51 additional soil series ranging from 
6% to 0.01% of the watershed.   

The contrast of soil groups across town boundary lines 
between Belknap County (Alton) and Strafford County 
(New Durham) is a result of Belknap County having been 
mapped under a frigid temperature regime, while Strafford County was mapped under a mesic temperature regime. 
Therefore, soils of the same group have different map unit soil series names. The USDA Natural Resources Conservation 
Service (NRCS) is currently working to harmonize these differences by correlating map unit soil groups and data into one 
uniform set of data per region.   

Soil Erosion Hazard 

Soil erosion hazard is dependent on a combination of factors, including land contours, climate conditions, soil texture, soil 
«Ú×æÚêÊðÊÚØƃ æ²é×²|©ÊÕÊðþƃ |Ø® êÚÊÕ êðéô«ðôé² ƠTƸ=²²Ø ²ð |Õƈƃ ōŋŋőơƈ cÚÊÕ ²éÚêÊÚØhazard should be a primary factor in 
determining the rate and placement of development within a watershed. ««Úé®ÊØ¿ ðÚ ðÅ² ü²© êÚÊÕ êôéú²þƸê O|Ø®
Q|Ø|¿²×²Øð |Ø® 3éÚêÊÚØ A|Ă|é® ×²ð|®|ð|ƃ | é|ðÊØ¿ Ú¾ ƵêÕÊ¿Åðƶ ÊØ®Ê«|ð²ê ÕÊððÕ² ðÚ ØÚ ²éÚêÊÚØ Êê ÕÊÒ²Õþ ðÚ Ú««ôéƃ Ƶ×Ú®²é|ð²ƶ
indicates some erosion is likely to occur, and roads or infrastructure may require occasional maintenance with simple erosion 

Five soil classes cover 46% of the watershed. Refer to 
Appendix A, Map 3. 
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«ÚØðéÚÕ æé|«ðÊ«²êƃ |Ø® Ƶê²ú²é²ƶ ÊØ®Ê«|ð²ê ðÅ|ð êÊ¿ØÊ¾Ê«|Øð
erosion to the landscape is expected, and roads and other 
infrastructure will require frequent maintenance and large 
erosion control practices.  

Moêð Ú¾ ðÅ² ü|ð²éêÅ²® ü|ê «Õ|êêÊ¾Ê²® |ê Å|úÊØ¿ Ƶ×Ú®²é|ð²ƶ
²éÚêÊÚØ Å|Ă|é® ƠŐŌǯơƃ ¾ÚÕÕÚü²® ©þ ƵêÕÊ¿Åðƶ ƠōŐǯơƃ Ƶê²ú²é²ƶ
(17%), and not rated (7%). The largest tracts of soil with 
severe erosion hazard were on steep slopes along the 
watershed boundary. Slight erosion hazard areas were 
found in low-lying wetland areas throughout the 
watershed.  

Development should be restricted in areas with highly 
erodible soils due to their inherent tendency to erode at a 
greater rate than what is considered tolerable soil loss. 
Since a highly erodible soil can have greater negative 
impact on water quality, more effort and investment are 
required to maintain soil stability and function within the 
landscape, particularly from practices that protect steep 
slopes from development and/or prevent stormwater runoff from reaching water resources.  

As for the hydrogeology of the region, the Merrymeeting River is underlaid by an aquifer that extends from Alton Bay to the 
watershed boundary between the Merrymeeting and Ela Rivers (Ayotte, 1997). From Alton Bay to the Merrymeeting River 
sÊÕ®ÕÊ¾² Q|Ø|¿²×²Øð é²|ƃ ðÅ² |èôÊ¾²éƸê ê|ðôé|ð²® ðÅÊ«ÒØ²êê ×²|êôé²® ©²ðü²²Ø ōŋ ðÚ ŏŋ ¾ðƍ Ø²|é ðÅ² ÕðÚØ-New Durham town 
ÕÊØ²ƃ ðÅ² |èôÊ¾²éƸê ê|ðôé|ð²® ðÅÊ«ÒØ²êê ×²|êôé²® ôæ ðÚ Ōŋŋ ¾ðƈ hÅ² |èôÊ¾²éƸê ðé|Øê×ÊêêÊúÊðþ ü|ê é²«Úé®²® ©²ðü²²Ø Ōƃŋŋŋ ðÚ œƃŋ00 
ft2/day. The west side of the Merrymeeting River in Alton showed a buried esker surrounded by glaciolacustrine deltaic 
sediment (Figure 2-3).  

 

Figure 2-3. Geohydrologic section through the Merrymeeting River aquifer, Alton, New Hampshire. Taken directly from 
Ayotte (1997). 

Moderate to severe soil erosion hazard areas cover 68% of 
the watershed. Refer to Appendix A, Map 4. 
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2.2.3 LAKE MORPHOLOGY AND MORPHOMETRY 

The morphology (shape) and bathymetry (depth) of lakes 
and ponds are considered reliable predictors of water 
clarity and lake ecology. Large, deep lakes are typically 
clearer than small, shallow lakes as the differences in lake 
area, number and volume of upstream lakes, and flushing 
rate affect lake function and health.  

The surface area of Merrymeeting Lake is 1.94 square miles 
(1,242 acres) with a mean depth of 43 feet (13.1 m) and a 
maximum depth of 135 feet (41.2 m) (NHFGD bathymetry 
file; NHDES, 2005). There are 11.2 miles of shoreline, and the 
volume of Merrymeeting Lake is 65,348,008 m3. The areal 
water load is 13.3 ft/yr (4.0 m/yr), and the flushing rate is 
0.3 times per year. The low flushing rate of 0.3 means that 
the entire volume of Merrymeeting Lake is replaced every 3 
years, which increases time for pollutants to settle in lake 
bottom sediments or be taken up by biota. Merrymeeting 
Lake is a natural lake controlled by a dam, downstream of 
which begins Merrymeeting River. 

The surface area of Marsh Pond is 45 acres with a mean depth of 9 feet (2.7 m) and a maximum depth of 18 feet (5.5 m) (NHDES 
bathymetry file; NHDES, 1986). There are 1.2 miles of shoreline, and the volume of Marsh Pond is 522,795 m3. The areal water 
load is 509 ft/yr (155 m/yr), and the flushing rate is 54 times per year. The high flushing rate of 54 means that the entire volume 
of the pond is replaced 54 times each year, acting more like a riverine than a lacustrine system. Marsh Pond is a natural pond 
partially impacted by the Jones Pond dam impoundment. David Neils and Scott Ashley from NHDES completed bathymetric 
mapping of Mill Pond and Marsh Pond on May 6, 2019 to support plan development and future studies of these waterbodies. 

The surface area of Jones Pond is 57 acres with a mean depth of 4.3 feet (1.3 m) and a maximum depth of 15 feet (4.6 m) 
(NHDES bathymetry file; NHDES, 1986). There are 2.2 miles of shoreline, and the volume of Jones Pond is 269,970 m3. The 
areal water load is 427 ft/yr (130 m/yr), and the flushing rate is 112 times per year. The high flushing rate of 112 means that the 
entire volume of the pond is replaced 112 times each year, acting more like a riverine than a lacustrine system. Jones Pond is 
an artificial pond impounded by a dam. 

The surface area of Downing Pond is 54 acres with a mean depth of 3 feet (0.9 m) and a maximum depth of 11.5 feet (3.5 m) 
(NHDES bathymetry file; NHDES, 2003). There are 2.2 miles of shoreline, and the volume of Downing Pond is 227,545 m3. The 
areal water load is 482 ft/yr (147 m/yr), and the flushing rate is 141 times per year. The high flushing rate of 141 means that the 
entire volume of the pond is replaced 141 times each year, acting more like a riverine than a lacustrine system. Downing Pond 
is an artificial pond impounded by a dam. 

2.2.4 HABITATS AND WILDLIFE 

NHFGD ranks habitat based on value to the State, biological region (areas with similar climate, geology, and other factors that 
influence biology), and supporting landscape. The Biological Region classification within the 2015 NH Wildlife Action Plan is 
a subdivision of New Hampshire based on ecoregional subsections. The Merrymeeting River and Lake watershed is part of 
the Sebago-Ossipee Hills and Plains ecoregional subsection (NH Wildlife Action Plan, Chapter 3). These habitat rankings are 
published in the cð|ð²Ƹê ōŋŌŐ sÊÕ®ÕÊ¾² «ðÊÚØ _Õ|Øƃ üÅÊ«Å ê²éú²ê |ê | ©Õô²æéÊØð ¾Úé æéÊÚéÊðÊĂÊØ¿ «ÚØê²éú|ðÊÚØ |«ðÊÚØê ðÚ æéÚð²«ð
Species of Greatest Conservation Need in New Hampshire. Over 4,849 acres (25%) of the Merrymeeting River and Lake 
watershed are considered Highest Ranked Habitat in New Hampshire. This habitat includes Merrymeeting Lake and a 200-
meter buffer surrounding the lake. There are two rare or exemplary natural communities of red oak-pine rocky ridge and dry 

red oak-white pine forest, and two rare or exemplary natural communities of red oak-black birch wooded talus. There is also a 

rare or exemplary natural community in a medium-level fen system. However, conservation land within the Merrymeeting River 
and Lake watershed does not always overlap with areas of land classified as highest ranked habitat in New Hampshire. A map 
of priority habitats for conservation based on the NH Wildlife Action Plan can be found in Appendix A, Map 6. 

Bathymetry of Merrymeeting Lake, Mill Pond, Marsh Pond, 
Jones Pond, and Downing Pond (NH GRANIT, NHDES). Refer 
to Appendix A, Map 5. 
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The watershed is characterized primarily by mixed forest 
that includes both conifers (e.g., white pine and eastern 
hemlock) and deciduous (e.g., beech, red oak, and maple) 
tree species. Fauna that enjoy these forested resources 
include land mammals (moose, deer, black bear, coyote, 
bobcats, fisher, fox, raccoon, weasel, porcupine, muskrat, 
mink, chipmunks, squirrels, snowshoe hares, and bats), 
water mammals (muskrat, otter, and beaver), land and 
water reptiles and amphibians (turtles, snakes, frogs, and 
salamanders), various insects, and birds (herons, loons, 
gulls, geese, multiple species of ducks2, wild turkeys, 
ruffed grouse, cormorants, bald eagles, and song birds). 
Fish are an important natural resource for sustainable 
ecosystem food webs and provide recreational 
opportunities. Merrymeeting Lake has been classified by 
the NHFGD as a cold/warm water fishery which supports 
a diversity of both warmwater and coldwater fish species. 
These species include rainbow trout, landlock salmon, 
lake trout, smallmouth bass, chain pickerel, brown 
bullhead, and burbot. In the summer of 2018, there were two breeding pairs of loons (Gavia immer) on Merrymeeting Lake. 
NHFGD identified largemouth bass, brown bullhead, and chain pickerel in both Marsh Pond and Downing Pond. Coffin Brook 
is recognized by the State of New Hampshire as prime habitat for bridle shiners and wild brook trout. NHFGD stocks 
Merrymeeting Lake annually with rainbow trout and land-locked salmon from the Powder Mill State Fish Hatchery. 

The New Durham segment of the Merrymeeting River watershed is home for a variety of threatened and endangered species 
including reproducing populations of both bald eagles and common loons, as well as the Ebony Boghaunter, BlandingƸê 
turtle, spotted turtle, wood turtle, and the plants Flatstem Pondweed and Hollow Joe-Pye Weed. 

2.3 INVASIVE SPECIES 
The introduction of non-ÊØ®Ê¿²ØÚôê ÊØú|êÊú² |èô|ðÊ« æÕ|Øð êæ²«Ê²ê ðÚ R²ü A|×æêÅÊé²Ƹê ü|ð²é©Ú®Ê²ê Å|ê ©²²Ø ÚØ ðÅ² éÊê²ƈ
These invasive aquatic plants are responsible for habitat disruption, loss of native plant and animal communities, reduced 
property values, impaired fishing and degraded recreational experiences, and high removal costs. Once established, invasive 
species are difficult and costly to remove.  

Representatives from Merrymeeting Lake participate in the NH Lake Association Lake Host Program to inspect boats both 
entering and exiting Merrymeeting Lake for invasive aquatic plants to try and mitigate the spread of invasive aquatic plant 
species.  Because of the superb efforts from the Lake Hosts inspecting boats, variable milfoil (2007, 2010, 2012, 2013, 2014) 
and water chestnut (2012) have been caught before entering or leaving the lake. According to the Merrymeeting Lake News 
and Guide of 2007, provided by the MMLA, Merrymeeting Lake does not host any invasive plants or animals.  

A Long-Term Variable Milfoil Management Plan was developed by NHDES in March 2014 for Jones and Downing Ponds. 
Variable milfoil was first documented in Jones Pond around 2000-2002; no variable milfoil was found during a survey of 
upstream waterbodies (Marsh Pond, Merrymeeting Lake) in 2009. Variable milfoil was first reported in Downing Pond in 2010 
but likely established before then. The Town of New Durham, through the formation of the New Durham Milfoil Committee, 
has been actively involved in funding control activities, including hand-removal by weed control certified divers and herbicide 
treatments as needed. The contract diver uses Diver Assisted Suction Harvesting (DASH) and noted in 2017 that the rich layer 
of sediment on the bottom of the ponds makes harvesting variable milfoil nearly impossible. The Committee collaborates 
with contractors, state agency personnel, and representatives from other groups dealing with similar milfoil issues. 

The last quarter mile of Merrymeeting River before entering Alton Bay has also been treated annually for variable milfoil. 
 

2 American black duck, black scoter, canvasback, common goldeneye, hooded merganser, long tailed duck, wood duck, red breasted merganser, northern 
pintail, and mallard. 

High value habitat in the Merrymeeting River and Lake 
watershed. Refer to Appendix A, Map 6. 
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3. ASSESSMENT OF WATER QUALITY 
This section provides an overview of the water quality standards that apply to Merrymeeting Lake, Marsh Pond, Jones Pond, 
and Downing Pond; the methodology used to assess water quality; the past, current, and future state of water quality based 
on the modeling assessment; the established water quality goals and objectives; and the potential pollutant sources in the 
watershed.  

3.1 APPLICABLE WATER QUALITY STANDARDS AND CRITERIA 
The State of New Hampshire is required to follow federal regulations under the Clean Water Act (CWA) with some flexibility 
as to how those regulations are enacted. The main components of water quality regulations include designated uses, water 
quality criteria, and antidegradation provisions. The Federal CWA, the NH RSA 485-A Water Pollution and Waste Control, and 
the NH Surface Water Quality Regulations (Env-Wq 1700) are the regulatory bases for governing water quality protection in 
R²ü A|×æêÅÊé²ƈ hÅ²ê² é²¿ôÕ|ðÊÚØê ¾Úé× ðÅ² ©|êÊê ¾Úé R²ü A|×æêÅÊé²Ƹê é²¿ôÕ|ðÚéþ |Ø® æ²é×ÊððÊØ¿ æéÚ¿é|×ê é²Õ|ð²® ðÚ êôé¾|«²
waters. States are required to submit biennial water quality status reports to Congress via the USEPA. The reports provide an 
ÊØú²ØðÚéþ Ú¾ |ÕÕ ü|ð²éê |êê²êê²® ©þ ðÅ² êð|ð² |Ø® ÊØ®Ê«|ð² üÅÊ«Å ü|ð²é©Ú®Ê²ê ²ý«²²® ðÅ² êð|ð²Ƹê ü|ð²é èô|ÕÊðþ êð|Ø®|é®êƈ
hÅ²ê² é²æÚéðê |é² «Ú××ÚØÕþ é²¾²éé²® ðÚ |ê ðÅ² Ƶc²«ðÊÚØ ŎŋŎƠ®ơ ÕÊêðƶ |Ø® ðÅ² Ƶc²«ðÊÚØ ŎŋŐƠ©ơ é²æÚéðƈƶ 

3.1.1 DESIGNATED USES & WATER QUALITY CLASSIFICATION 

hÅ² ,s é²èôÊé²ê êð|ð²ê ðÚ ®²ð²é×ÊØ² ®²êÊ¿Ø|ð²® ôê²ê ¾Úé |ÕÕ êôé¾|«² ü|ð²éê üÊðÅÊØ ðÅ² êð|ð²Ƹê ÑôéÊê®Ê«ðÊÚØƈ /²êÊ¿Ø|ð²® ôê²ê
are the desirable activities and services that surface waters should be able to support, and include uses for aquatic life, fish 
consumption, shellfish consumption, drinking water supply, primary contact recreation (swimming), secondary contact 
recreation (boating and fishing), and wildlife (Table 3-1). Surface waters can have multiple designated uses.  

In New Hampshire, all surface waters are also legislatively classified as Class A or Class B, most of which are Class B (Env-Wq 
1700). A brief description of these classes is provided in Table 3-2 (NHDES, 2016a). Water quality criteria are then developed 
to protect these designated uses. Depending on the designated use and type of waterbody, water quality criteria can become 
more or less strict if the waterbody is classified as either Class A or B. Water quality criteria for lakes are discussed in Section 
3.1.2; no water quality criteria for total phosphorus currently exist for rivers in New Hampshire. Merrymeeting River and 
Lake, Marsh Pond, Jones Pond, and Downing Pond are considered Class B waterbod ies.  

 

  

© FBE 
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Table 3-1. Designated uses for New Hampshire surface waters (adapted from NHDES, 2016a). 

 

 Table 3-2. New Hampshire surface water classifications.  

Classification Description (RSA 485-A:8) 

Class A 
Class A waters shall be of the highest quality.  There shall be no discharge of any sewage or wastes into waters of this 
classification. The waters of this classification shall be considered as being potentially acceptable for water supply uses after 
adequate treatment.   

Class B 
Class B waters shall be of the second highest quality.  The waters of this classification shall be considered as being acceptable 
for fishing, swimming and other recreational purposes and, after adequate treatment, for use as water supplies. 

 

3.1.2 LAKE WATER QUALITY CRITERIA 

R²ü A|×æêÅÊé²Ƹê ü|ð²é èô|ÕÊðþ êð|Ø®|é®ê æéÚúÊ®² | ©|ê²ÕÊØ² ×²|êôé² Ú¾ ü|ð²é èô|ÕÊðþ ðÅ|ð êôé¾|«² ü|ð²éê ×ôêð ×²²ð ðÚ
êôææÚéð ®²êÊ¿Ø|ð²® ôê²êƈ s|ð²é èô|ÕÊðþ êð|Ø®|é®ê |é² ðÅ² Ƶþ|é®êðÊ«Òƶ ¾Úé Ê®²ØðÊ¾þÊØ¿ ü|ð²équality exceedances and for 
determining the effectiveness of state regulatory pollution control and prevention programs. Water quality criteria are 
designed to protect those designated uses. To determine if a waterbody is meeting its designated uses, water quality 
thresholds for various water quality parameters (e.g., chlorophyll -a, total phosphorus , dissolved oxygen, pH, and toxics) 
are applied to the water quality data. If a waterbody meets or is better than the water quality criteria, the designated use is 
supported. The waterbody is considered impaired for the designated use if it does not meet water quality criteria.  

Water quality criteria for each classification and designated use in New Hampshire can be found in RSA 485 A:8, IV and in the 
sð|ð²Ƹê êôé¾|«² ü|ð²é èô|ÕÊðþ é²¿ôÕ|ðÊÚØêƈAquatic Life Use (ALU) and Primary Contact Recreation (PCR) are the two major uses 
for Merrymeeting Lake, Marsh Pond, Jones Pond, and Downing Pond, with ALU being the focus of the plan. 

Aquatic Life Use (ALU) 

Criteria for ALU ensure that waters provide suitable habitat for the survival and reproduction of desirable fish, shellfish, and 
other aquatic organisms. For ALU assessment, the state has narrative nutrient criteria with a numeric translator or threshold, 
«ÚØêÊêðÊØ¿ Ú¾ | ƵØôðéÊ²Øð ÊØ®Ê«|ðÚéƶ Úé ðÚð|Õ æÅÚêæÅÚéôê |Ø® | Ƶé²êæÚØê² ÊØ®Ê«|ðÚéƶ Úéchlorophyll-a (see also: Env-Wq 1703.03, 
Env-Wq 1703.04, Env-Wq 1703.14, and Env-Wq 1703.19). The nutrient and response indicators are intricately linked since 
increased phosphorus loading frequently results in greater algal concentrations, which can be estimated by measuring 
chlorophyll-a levels in the lake. More algae may lead to decreased oxygen at the bottom of the lake, decreased water clarity, 
and possibly changes in aquatic species composition.  

As shown in Table 3-3, ALU criteria vary by lake trophic state, since each trophic state has a certain algal biomass (chlorophyll-
a) that represents a balanced, integrated, and adaptive community. Exceedances of the chlorophyll-a criterion suggests that 
the algal community is out of balance. Since phosphorus is the primary limiting nutrient for growth of freshwater algae 
(chlorophyll-a), phosphorus is included in this assessment process. For ALU assessment, phosphorus and chlorophyll-a are 
combined per the decision matrix presented in Table 3-4. The chlorophyll-a concentration will dictate the assessment if both 
chlorophyll-a and phosphorus data are available and the assessments differ.  

Designated Use NHDES Definition Applicable Surface Waters 

Aquatic Life 
Waters that provide suitable chemical and physical conditions for supporting a 
balanced, integrated, and adaptive community of aquatic organisms. All surface waters 

Fish Consumption Waters that support fish free from contamination at levels that pose a human 
health risk to consumers. 

All surface waters 

Shellfish Consumption 
Waters that support a population of shellfish free from toxicants and 
pathogens that could pose a human health risk to consumers. 

All tidal surface waters 

Drinking Water Supply After 
Adequate Treatment 

Waters that with adequate treatment will be suitable for human intake and 
meet state/federal drinking water regulations. All surface waters 

Primary Contact Recreation Waters suitable for recreational uses that require or are likely to result in full 
body contact and/or incidental ingestion of water. 

All surface waters 

Secondary Contact Recreation 
Waters that support recreational uses that involve minor contact with the 
water. All surface waters 

Wildlife Waters that provide suitable physical and chemical conditions in the water 
and the riparian corridor  to support wildlife as well as aquatic life. 

All surface waters 
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Dissolved oxygen is also used as an indicator for ALU assessment and is critical to the balanced, integrative, and adaptive 
community of organisms (see Env-Wq 1703.19). For Class B waters, non-support use determinations are based on a daily 
average measurement of 75% dissolved oxygen saturation or less and an instantaneous dissolved oxygen measurement of 5 
ppm or less, which apply to any depth in a vertical profile (except within 1 meter of lake bottom) collected from June 1 to 
September 30 (see Env-Wq 1703.07).  

From 1974 to 2010, NHDES conducted surveys of lakes to determine trophic state  (oligotrophic , mesotrophic , or eutrophic ). 
The trophic surveys evaluated physical lake features, as well as chemical and biological indicators. For Merrymeeting Lake, 
the trophic state was determined to be oligotrophic during both surveys (1977, 2005). This means that in-lake water quality 
was consistent with the standards for oligotrophic lakes. The 2005 survey reported that Merrymeeting Lake was a deep lake 
with visibility over 28 feet, had low nutrients, and excellent dissolved oxygen levels in the bottom waters. For Marsh, Jones, 
and Downing Ponds, the trophic state was determined to be eutrophic (1986), mesotrophic (1986), and eutrophic (2003), 
respectively. The surveys reported that the ponds were experiencing reduced clarity, elevated nutrients, abundant plant and 
algae growth, and low dissolved oxygen levels in bottom waters and noted that the upstream Powder Mill State Fish Hatchery 
was likely contributing to elevated total phosphorus concentrations in the ponds. 
 

Table 3-3. Aquatic life use (ALU) nutrient criteria ranges by 
trophic class in New Hampshire. TP = total phosphorus. 
Chl-a = chlorophyll-a, a surrogate measure for algae. 

 

 

 

Table 3-4. Decision matrix for aquatic life use (ALU) assessment in New Hampshire. TP = total 
phosphorus. Chl-a = chlorophyll-a, a surrogate measure for algae concentration.  

Nutrient Assessments TP Threshold Exceeded TP Threshold NOT Exceeded Insufficient Info for TP 
Chl-a Threshold Exceeded Impaired Impaired Impaired 
Chl-a Threshold NOT Exceeded Potential Non-support Fully Supporting Fully Supporting 
Insufficient Info for Chl -a Insufficient Info Insufficient Info Insufficient Info 

 

3.1.3 ANTIDEGRADATION PROVISIONS 

The Antidegradation Provision (Env-sè ŌŒŋœơ ÊØ R²ü A|×æêÅÊé²Ƹê ü|ð²é èô|ÕÊðþ é²¿ôÕ|ðÊÚØê ê²éú²ê ðÚ æéÚð²«ð Úé Ê×æéÚú² ðÅ²
quality of the sð|ð²Ƹê ü|ð²éêƈ hÅ² æéÚúÊêÊÚØ ÚôðÕÊØ²ê ÕÊ×Êð|ðÊÚØê Úé é²®ô«ðÊÚØê ¾Úé ¾ôðôé² æÚÕÕôð|Øð ÕÚ|®ÊØ¿ƈ ,²éð|ÊØ
development projects (e.g., projects that require Alteration of Terrain Permit or 401 Water Quality Certification) may be 
subject to an Antidegradation Review to ensure compliance with the sð|ð²Ƹê ü|ð²é èô|ÕÊðþ é²¿ôÕ|ðÊÚØêƈ hÅ² ØðÊ®²¿é|®|ðÊÚØ
Provision is often invoked during the permit review process for projects adjacent to waters that are designated impaired, high 
quality, or outstanding resource waters. While NHDES has not formally designated high-quality waters, unimpaired waters 
are treated as high quality with respect to issuance of water quality certificates. Antidegradation requires that a permitted 
activity cannot use more than 20% of the remaining assimilative capacity of a high-quality water. This is on a parameter-by-
parameter basis. For impaired waters, antidegradation requires that permitted activities discharge no additional loading of 
the impaired parameter. 

3.2 WATER QUALITY SUMMARY 
3.2.1 STUDY DESIGN AND DATA ACQUISITION 

Water quality data were obtained from the NHDES Environmental Monitoring Database (EMD) and Robert Craycraft, Lakes 
Lay Monitoring Program (LLMP) Coordinator at the UNH Cooperative Extension. Water quality data were combined into a 
common spreadsheet, and then sorted by date, station, and depth zone for Quality Assurance/Quality Control (QA/QC). QC 
®ôæÕÊ«|ð²ê ü²é² |ú²é|¿²®ƃ |Øþ ®|ð| ØÚð ×|éÒ²® |ê Ƶú|ÕÊ®ƶ ü²é² ²ý«Õô®²®ƃand any data below detection limit were replaced 
with half the detection limit. All data used in the analysis were collected by trained volunteer monitors through the UNH LLMP 

Trophic State TP (ppb) Chl-a (ppb) 
Oligotrophic < 8.0 < 3.3 
Mesotrophic > 8.0 - 12.0 > 3.3 - 5.0 
Eutrophic > 12.0 - 28.0 > 5.0 - 11.0 
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following procedures in the NH Center for Freshwater Biology and Lakes Lay Monitoring Program QAPP, RFA#16059, dated 
March 9, 2016.  

Water quality data were summarized by parameter (total phosphorus, chlorophyll-a, Secchi Disk Transparency, and 
dissolved oxygen-temperature profile data) according to methods described in Appendix B of the NHDES Guidance for 
Developing Watershed Management Plans in New Hampshire for Section 319 Nonpoint Source Grant Program Project (revised 
April 14, 2010) and the State of New Hampshire 2016 Section 305(b) and 303(d) Consolidated Assessment and Listing 
Methodology (CALM) (dated August 8, 2019) (NHDES, 2018b). Median total phosphorus and chlorophyll-a for recent (2009-
2018), seasonal (May 24 Ʃ c²æð²×©²é ŌŐơ ²æÊÕÊ×Ø²ðÊ« ê|×æÕ²ê é²æé²ê²Øðê ðÅ² Ʒ3ýÊêðÊØ¿ Q²®Ê|Ø s|ð²é aô|ÕÊðþƸ |ææÕÊ²® ðÚ ðÅ²
NHDES Assimilative Capacity Analysis for determining if a waterbody is Impaired, Tier 1, or Tier 2 (see section on Assimilative 
Capacity Analysis). Similar methodology was used to calculate summary statistics for Secchi disk transparency. Dissolved 
oxygen and temperature data were compared to Class B water quality standards and to hypolimnetic total phosphorus 
concentrations to assess internal phosphorus loading . Recent tributary or mainstem river data (largely from 2016-2018) 
were summarized by day, then month, then year to obtain median annual water quality summaries for total phosphorus.  

3.2.2 TOTAL PHOSPHORUS, CHLOROPHYLL-A, AND SECCHI DISK TRANSPARENCY 

Total phosphorus, chlorophyll-a, and Secchi disk transparency are trophic state indicators, or indicators of biological 
productivity in lake ecosystems. The combination of these parameters helps determine the extent and effect of 
eutrophication  in lakes and helps signal changes in lake water quality over time. Changes in Secchi disk transparency may 
be due to a change in the amount and composition of algae communities (typically because of greater total phosphorus 
availability, see Figure 3-1) or the amount of dissolved or particulate materials in a lake. Such changes are likely the result of 
human disturbance or other impacts to a watershed. 

Total phosphorus in the epilimnion  of Merrymeeting Lake has ranged from 2.3 to 9.0 ppb, with an all monthly data median 
of 3.5 ppb (i.e., the Existing Median Water Quality applied to the assimilative capacity analysis; Table 3-5). Merrymeeting Lake 
has low (excellent) phosphorus compared to average levels in New Hampshire lakes. The ponds exhibited significantly worse 
water quality; total phosphorus in the epilimnion of Marsh, Jones, and Downing Ponds has ranged from 31-65 ppb, 22-36 ppb, 
and 19-34 ppb, with an all monthly data median of 43 ppb, 27 ppb, and 25 ppb, respectively (Table 3-5). 

Chlorophyll-a in Merrymeeting Lake has ranged from 0.1 to 1.6 ppb, with an all monthly data median of 0.8 ppb (i.e., the 
Existing Median Water Quality applied to the assimilative capacity analysis; Table 3-5). Merrymeeting Lake has low (excellent) 
chlorophyll-a compared to average levels in New Hampshire lakes. The ponds exhibited significantly worse water quality; 
chlorophyll-a in Marsh, Jones, and Downing Ponds has ranged from 4-31 ppb, 6-17 ppb, and 4-9 ppb, with an all monthly data 
median of 8 ppb, 8 ppb, and 6 ppb, respectively (Table 3-5). 

Secchi disk transparency with a viewscope in Merrymeeting Lake has ranged from 7.5 to 13.5 m, with an all monthly data 
median of 10.1 m (Table 3-5). Merrymeeting Lake has deep water clarity compared to average water clarity in New Hampshire 
lakes. Moderate interannual variability in Secchi disk transparency likely reflects year-to-year weather influences. Wetter 
years may increase the amount of sediment delivered to the lake and cause lower transparency readings. The ponds exhibited 
significantly reduced water clarity, partly due to their shallow nature; SDT in Marsh, Jones, and Downing Ponds has ranged 
from 2.5-3.3 m, 2.5-3.6 m, and 1.8-3.3 m, with an all monthly data median of 3.0 m, 2.8 m, and 3.1 m, respectively (Table 3-5).  
 

Table 3-5. Summary statistics for total phosphorus (TP) in the epilimnion (discrete grab sample at mid-layer depth), 
chlorophyll-a (Chl-a) in the metalimnion (composite sample of multiple depths), and Secchi disk transparency (SDT) with a 
viewscope for Merrymeeting Lake, Marsh Pond, Jones Pond, Downing Pond based on seasonal (May 24 Ʃ Sept 15) samples. 
n = total number of sampling events (used in summary statistics). 

SITE Median Mean Min Max n 
TP-EPILIMNION (PPB)           
MERRYMEETING LAKE-2 OWLS HEAD 3.3 3.8 2.3 7.3 30 
MERRYMEETING LAKE-3 EAST END 3.5 3.9 2.6 9.0 30 
MERRYMEETING LAKE-DEEP SPOT 3.8 4.0 2.6 6.8 30 
MARSH POND - 2 DEEP 43.1 44.2 30.7 65.1 7 
JONES POND SITE 3 - DEEP 26.7 28.6 22.3 35.8 5 
DOWNING POND SITE 8 - DEEP 25.2 25.8 19.4 34.3 8 
CHLA-METALIMNION (PPB)           
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SITE Median Mean Min Max n 
MERRYMEETING LAKE-2 OWLS HEAD 0.8 0.8 0.1 1.6 33 
MERRYMEETING LAKE-3 EAST END 0.9 0.8 0.1 1.2 33 
MERRYMEETING LAKE-DEEP SPOT 0.7 0.8 0.1 1.5 33 
MARSH POND - 2 DEEP 7.9 11.3 4.0 30.5 8 
JONES POND SITE 3 - DEEP 7.9 9.4 6.1 17.2 6 
DOWNING POND SITE 8 - DEEP 6.4 6.1 3.8 8.9 9 
SDT-VIEWSCOPE (M)           
MERRYMEETING LAKE-2 OWLS HEAD 10.1 10.3 7.7 13.1 33 
MERRYMEETING LAKE-3 EAST END 9.6 9.7 7.5 12.3 33 
MERRYMEETING LAKE-DEEP SPOT 10.8 10.9 8.4 13.5 33 
MARSH POND - 2 DEEP 3.0 3.0 2.5 3.3 8 
JONES POND SITE 3 - DEEP 2.8 3.0 2.5 3.6 7 
DOWNING POND SITE 8 - DEEP 3.1 2.9 1.8 3.3 5 
DOWNING POND-DEEP SPOT 3.0 2.9 1.8 3.3 9 

 

 

Figure 3-1. The relationship between chlorophyll-a and total phosphorus in Merrymeeting Lake (top left), Marsh Pond (top 
right), Jones Pond (bottom left), and Downing Pond (bottom right) shows that chlorophyll-a (measure of algae) generally 
increases in response to greater total phosphorus concentrations. Thresholds (red lines) for chlorophyll-a and total 
phosphorus for oligotrophic (3.3 ppb Chl-a, 8 ppb TP), mesotrophic (5 ppb Chl-a, 12 ppb TP), and/or eutrophic (11 ppb Chl-a, 
28 ppb TP) waterbodies per NHDES. 

 

3.2.3 TEMPERATURE AND DISSOLVED OXYGEN 

A common phenomenon for New England lakes is the depletion of dissolved oxygen in bottom waters throughout the summer 
months. This occurs when thermal stratification  prevents warmer, oxygenated surface waters from mixing with cooler, 
oxygen-depleted bottom waters in a lake. Dissolved oxygen concentrations can change dramatically with lake depth as 
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oxygen is produced in the top portion of a lake (where sunlight drives photosynthesis) and oxygen is consumed near the 
bottom of a lake (where organic matter accumulates and decomposes). Dissolved oxygen levels below 5-6 ppm (and water 
temperatures above 24 °C) can stress and reduce habitat for cold-water fish and other sensitive aquatic organisms. The 
minimum water quality criterion is 5 ppm dissolved oxygen for Class B waters. In addition, anoxia (low dissolved oxygen) at 
lake bottom can result in the release of sediment-bound phosphorus (otherwise known as internal phosphorus loading ), 
which becomes a readily available food source for algae. While thermal stratification and depletion of oxygen in bottom 
waters are natural phenomena, it is important to keep tracking these parameters to make sure the extent and duration of low 
oxygen are not exacerbated by human activities and do not inhibit aquatic life use. 

Dissolved oxygen and temperature profiles from the deep spots of Merrymeeting Lake, Marsh Pond, and Jones Pond show 
midsummer thermal stratification, with high dissolved oxygen and warm water temperatures near the surface followed by a 
marked decrease in temperature and dissolved oxygen below the metalimnion (i.e., thermocline ), except for Merrymeeting 
Lake which shows a metalimnion maxima (i.e., supersaturation) and high oxygen levels throughout the water column (Figure 
3-2). Downing Pond exhibited no thermal stratification and had relatively uniform dissolved oxygen and temperature 
readings throughout its shallow water column. 

Low levels of oxygen (<5 ppm) in the hypolimnion  (e.g., bottom waters) were common in the ponds (Figure 3-2). Extremely 
low dissolved oxygen (anoxia, <1 ppm) in the hypolimnion of Marsh and Jones Ponds was likely triggering a release of 
phosphorus from sediments, also known as internal loading (see Internal Phosphorus Loading). When thermal stratification 
of Marsh and Jones Ponds breaks down in the fall, these phosphorus-rich waters are mixed and re-distributed throughout the 
rest of the water column (a.k.a., fall tur nover), which can stimulate algae and/or cyanobacteria growth for the next season.  

 

 

Figure 3-2. Average dissolved oxygen and temperature profiles of the deep spot of Merrymeeting Lake, Marsh Pond, Jones 
Pond, and Downing Pond. Error bars represent standard deviation or spread of the data at each depth interval. Vertical red 
lines denote dissolved oxygen thresholds for Class B Aquatic Life Use at 5 ppm and probability of internal phosphorus 
loading at 1 ppm. 

 

  



 MERRYMEETING RIVER & LAKE WATERSHED MANAGEMENT PLAN 

FB Environmental Associates  21 

3.2.4 INTERNAL PHOSPHORUS LOADING 

Internal loading estimates were derived from dissolved oxygen and temperature profiles (to determine average annual 
duration and depth of anoxia defined as <1 ppm dissolved oxygen) and epilimnion/hypolimnion total phosphorus data (to 
determine average difference between surface and bottom phosphorus concentrations) collected at the deep spots of 
Merrymeeting Lake from 1977-2018 and Marsh, Jones, and Downing Ponds from 2017-2018. These estimates, along with 
anoxic volume and surface area, helped determine rate of release and mass of internal phosphorus loading per year.  

There was no evidence of significant internal loading or an extended anoxic period in both Merrymeeting Lake and Downing 
Pond (Figure 3-3). Both Merrymeeting Lake and Downing Pond showed bottom phosphorus concentrations to be nearly the 
same as near-surface phosphorus concentrations and showed no anoxia in bottom waters. Minimum dissolved oxygen 
concentration in the deepest layer of Merrymeeting Lake ranged from 6-7 ppm at the three deep spots. Downing Pond is 
shallow (3 m at its deep spot) and flushed regularly (141 times per year) by large upstream flows from Merrymeeting Lake, 
Marsh Pond, and Jones Pond, preventing a stable thermal layer from forming in summer and causing consistent 
replenishment of oxygen-rich waters throughout the water column.  

Marsh and Jones Pond had evidence of significant internal loading (Figure 3-3). Because of thermal stratification and lack of 
vertical profile mixing in summer, increases in bottom phosphorus from internal loading at Marsh and Jones Ponds were 
cumulative until system flushing in October when Merrymeeting Lake was drawn down to its winter level. Bottom phosphorus 
concentration in Jones Pond decreased in September (earlier than observed at Marsh Pond and before system flushing) likely 
due to a partial breakdown of thermal stratification and mixing of upper layers following a large rain event. A similar, though 
less pronounced, pattern was observed for Downing Pond, which is one meter shallower than Jones Pond and two meters 
shallower than Marsh Pond.  

 

 

Figure 3-3. Median total phosphorus concentrations by month and by depth zone (surface, epilimnion, and 
metalimnion/hypolimnion) for Merrymeeting Lake, Marsh Pond, Jones Pond, and Downing Pond. Note differences in y-axis 
scales for total phosphorus for each waterbody. Significant internal loading was evident at Marsh and Jones Ponds. 
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3.2.5 CYANOBACTERIA 

Cyanobacteria are small photosynthesizing, sometimes 
nitrogen-fixing, single-celled bacteria that grow in colonies 
in freshwater systems. Cyanobacteria blooms can (but not 
always) produce microcystins and other toxins that pose a 
serious health risk to humans, pets, livestock, and wildlife, 
such as neurological, liver, kidney, and reproductive organ 
damage, gastrointestinal pain or illness, vomiting, eye, ear, 
and skin irritation, mouth blistering, tumor growth, seizure, 
or death. Blooms can form dense mats or surface scum that 
can occur within the water column or along the shoreline. 
Dried scum along the shoreline can harbor high 
concentrations of microcystins that can re-enter a 
waterbody months later. Cyanobacteria can regulate their 
buoyancy with internal gas bubbles, allowing the cells to rise 
and descend in the water column to optimize sunlight and 
nutrient capture for growth. There are several different 
species of cyanobacteria, such as: 

¶ Anabaena/Dolichospermum: typically observed 
as filaments, associated with microcystins, 
anatoxins, saxitoxins, and cylindrospermopsin 

¶ Microcystis: typically observed as variations of 
small-celled colonies, associated with microcystins 
and anatoxins 

¶ Planktothrix/Oscillatoria : typically observed as 
filaments, associated with microcystins and 
cylindrospermopsin, can maintain high growth rate 
at relatively low light intensities as seen when it 
forms metalimnetic blooms in Marsh and Jones 
Ponds 

Cyanobacteria blooms and their associated toxins have 
been recorded in the Merrymeeting River, including Marsh, 
Jones, and Downing Ponds, and more recently Mill Pond 
(Table 3-6). These blooms feed on the nutrient-rich waters of 
the Merrymeeting River and ponds downstream of the 
Powder Mill State Fish Hatchery and Coffin Brook.  

It is unlikely that cyanobacteria will be fully eradicated in the 
Merrymeeting River and Lake watershed; some species of 
cyanobacteria can become dormant in sediment and then 
can jump-start cell reproduction once conditions are 
favorable (warm water temperatures and plenty of sunlight 
and nutrients). However, we can substantially minimize 
conditions favorable for blooms, such as reducing nutrient-
rich runoff from the landscape during warm, sunny spells 
and substantially reducing the point source discharge of 
phosphorus from the Powder Mill State Fish Hatchery. Water 
level and flow also helps to either flush out blooms or limit 
upstream nutrient sources to stymie growth. The dam at 
Downing Pond was lower by 8 inches in 2017 and 14 inches 
in 2018, which coupled with wet years increased the flushing 
rate through Downing Pond and no cyanobacteria blooms 

Cyanobacteria in the Merrymeeting River. Photo Credit: 
Mike Gelinas. 

Sabina Perkins, a Master's student at UNH, monitored a 
dense nearly monospecific layer of cyanobacteria in Marsh 
Pond monthly April through October in 2018, tracking the 
formation and persistence of the deep-water cyanobacteria 
layer and the physical/chemical/light environments where it 
was found. Cyanobacteria blooms take different forms: 
surface scums, subsurface epilimnetic blooms, 
benthic mats, and in some lakes, metalimnetic layers. There 
is limited field research on the seasonal behavior of 
metalimnetic layers and the contribution of layer-produced 
cyanotoxins to the overall toxin profile of New Hampshire 
lakes. Cyanobacteria abundance and dominance were 
quantified through cell counts using an Imaging Flow 
Cytobot (IFCB) and with phycocyanin fluorescence 
estimates. Persistent, nearly monospecific populations 
of Planktothrix isothrix were detected in the metalimnion of 
Marsh Pond multiple years in a row. The layers appeared to 
migrate up from the sediments, finding a depth with high 
nutrients, thermal stability, and low light levels that still 
allowed for photosynthesis. Very low levels of microcystin 
toxin ranging from below the detectable limit to 7 ng/L 
(more than 40 times lower than the most conservative 
drinking water allowance set by the EPA at 300 ng/L) were 
measured in both the surface and cyanobacteria layer at 
Marsh Pond. This raises the possibility that the dominant 
strain found in the metalimnetic layers may not produce 
microcystin or did not experience conditions in the 2018 
growing season that favored the production of 
microcystin. While these dense Planktothrix isothrix layers 
did not appear to be producing microcystin at levels 
considered harmful to human health, we did not test for 
other toxins, like anatoxin, that Planktothrix sp. are known 
to produce and therefore cannot say definitively that these 
layers do not represent a human health risk.  



 MERRYMEETING RIVER & LAKE WATERSHED MANAGEMENT PLAN 

FB Environmental Associates  23 

were recorded. Thus, controlling water flow may be one management strategy for minimizing cyanobacteria blooms in the 
future, along with phosphorus load reduction actions. 
 

Table 3-6. Cyanobacteria blooms occurring in the Merrymeeting River watershed since 2015. 
MMWMA=Merrymeeting Marsh Wildlife Management Area. 

Organism Year Location Illness Reported Count/mL 
Anabaena spp. 2015 Downing Pond No 4,100,000 
Anabaena spp. 2016 Downing Pond 1 cat died 170,000 
Anabaena spp.  2016 MMWMA 1 human illness Unknown 
Planktothrix spp. 2016 Jones Pond No 2,300,000 
Planktothris spp. 2017 Jones Pond 1 human rashes 1,700,000 
Planktothrix spp. 2018 Jones Pond No 948,000 
Planktothrix spp. 2019 Jones Pond No 282,000 
Planktothrix spp. 2018 Marsh Pond No 3,000,000 
Planktithrix spp. 2019 Marsh Pond No 150,000 
Microcystis spp. 2018 Mill Pond No 30,000 
Anabaena spp. was not speciated. Planktothrix spp. was speciated as Planktothrix agardhii variety isothrix. 
Microcystic spp. had the microscopic appearance of Microcystis aeruginosa. 

3.2.6 TRIBUTARY & MAINSTEM WATER QUALITY ANALYSIS 

Several tributaries feed into Merrymeeting Lake, Marsh Pond, Jones Pond, and Downing Pond before the Merrymeeting River 
continues to flow south then northwest and joins with Coffin Brook in Alton before emptying into Alton Bay of Lake 
Winnipesaukee. Trained volunteers spent considerable time collecting numerous samples throughout the Merrymeeting 
River and Lake watershed from 2016-2018, contributing to a growing database that helps to track areas with elevated 
phosphorus concentrations in the watershed. The data for these tributary and mainstem sites were used as general guidelines 
for setting attenuation factors and confirming overall model calibration (Table 3-7, see Watershed Modeling). Aside from the 
Powder Mill Fish Hatchery point source discharge, the watershed load (representing the contributing land cover) to Coffin 
Brook was determined to be a significant source of phosphorus to the Merrymeeting River in Alton. 

Tributaries to the south side of Merrymeeting Lake that 
were impacted by the large-scale logging in 2017-19 were 
tested for total phosphorus, conductivity, and/or turbidity 
by CMSC from 2017-19. Two tributaries draining the 2017 
logging area showed moderately elevated total 
phosphorus but returned to pre-logging conditions the 
next year. Two of seven tributaries draining the 2018-19 
logging area showed elevated total phosphorus as well, 
but one of the tributaries was extremely elevated in total 
phosphorus, prompting a visit from the State Forester and 
subsequent installation of erosion prevention measures.  

While there are no state criteria for nutrients in rivers and 
streams, we can compare the statistics presented in Table 
3-7 to the distribution of total phosphorus in New 
Hampshire rivers based on data collected from 1990-2018 
(Figure 3-4). The statewide median total phosphorus 
concentration in rivers is 14 ppb, with 5 ppb, 9 ppb, 22 ppb, 
and 50 ppb representing the 5th, 25th, 75th, and 95th 
percentiles, respectively. Most of the sampled tributary 
and maintain sites of the Merrymeeting River fall in the 50th 
percentile or greater compared to other rivers in the state. 
 
 
 

Figure 3-4. Cumulative frequency distribution plot of total 
phosphorus data collected in New Hampshire rivers from 1990-
2018 (shown as blue line). Data represent 32,422 samples from 
710 assessment units that had 10 more samples. Plot obtained 
from NHDES. The statewide median total phosphorus 
concentration in rivers is 14 ppb (red line), with 5 ppb (teal line), 
9 ppb (long dashed grey line), 22 ppb (short dashed grey line), 
and 50 ppb (orange line) representing the 5th, 25th, 75th, and 95th 
percentiles, respectively. 
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Table 3-7. Summary statistics for total phosphorus (TP) in ppb for tributary and mainstem river sites (data includes all 
samples year-round through 2018). n = total number of sampling events (used in summary statistics). 

SITE Waterbody Sub-basin Median Mean Min Max n 
Adder Hole Cove Merrymeeting Lake Adder Hole Brook 10.6 17.0 9.7 30.8 3 
130 SSR Merrymeeting Lake Broad Cove Brook 8.9 19.8 5.7 40.7 7 
250 NSR Merrymeeting Lake Direct Shoreline MML 18.0 18.0 16.9 19.0 2 
45 SSR Merrymeeting Lake Direct Shoreline MML 12.3 22.5 12.3 43.0 3 
386 SSR Merrymeeting Lake East Durgin Brook 3.6 3.6 3.6 3.6 1 
1 PPR Merrymeeting Lake East Pine Point Brook 14.1 13.3 11.0 14.7 3 
368 MMR (Mt. Bet Bk) Merrymeeting Lake Mount Bet Brook 4.3 4.1 3.8 4.3 3 
MM LAKE OUTFLOW (MERRYMEETING ROAD) Merrymeeting Lake Outflow 4.1 5.2 2.9 21.3 18 
Camp Pride Road East Merrymeeting Lake Peter Brook 14.0 14.7 11.3 18.9 3 
195 NSR Merrymeeting Lake Pleasant Cove Brook 11.2 10.9 8.2 13.3 3 
284 SSR Merrymeeting Lake Unnamed Trib to MML 7.7 8.1 4.5 12.4 5 
Camp Pride Road West Merrymeeting Lake Upper Goodwin Brook 9.5 9.5 7.0 11.9 3 
423 MMR Merrymeeting Lake West Durgin Brook 6.8 6.7 5.1 8.1 3 
BEAR POND TRIBUTARY Marsh Pond Bear Pond Brook 6.8 7.8 5.8 11.7 4 
UNNAMED STREAM Marsh Pond Bear Pond Brook 5.5 5.7 4.0 7.7 3 
Logging Harvest Pole 314-55 Marsh Pond Brackett Rd Culvert Drainage 425.1 425.1 425.1 425.1 1 
MARSH POND SITE 1 - BOAT ACCESS Marsh Pond Direct Drainage to Marsh Pond 37.3 37.0 12.7 62.9 22 
Outfall #2 Marsh Pond PMFH 52.5 56.7 23.0 120.0 10 
Hatchery Marsh Pond PMFH 36.0 81.1 2.5 576.6 11 
Outfall #1 Marsh Pond PMFH 38.9 38.9 38.9 38.9 1 
West Str. 1B Marsh Pond North Trib to Marsh Pond 12.0 12.0 12.0 12.0 1 
BRIDGE ON MERRYMEETING LAKE ROAD Marsh Pond Outflow 30.1 28.7 13.1 57.6 20 
Rattlesnake Mt. Brook Marsh Pond Rattlesnake Mountain Brook 3.4 3.4 2.4 4.3 2 
MARSH SW SITE Marsh Pond West Trib to Marsh Pond 9.2 11.3 7.9 18.7 4 
West Str. 1A Marsh Pond West Trib to Marsh Pond 8.9 8.9 8.9 8.9 1 
Brackett Road Ephemeral Culvert Jones Pond Culvert Drainage to Jones Pond 7.9 12.7 1.7 37.1 6 
Hoover Bridge Jones Pond Jones Pond 23.6 23.5 12.8 45.0 18 
JONES POND SITE 3S - DEEP Jones Pond Jones Pond - near outflow 31.4 31.4 31.4 31.4 1 
Jones Pond 70 MMR Jones Pond Trib to Jones Pond 18.2 18.2 7.3 29.0 2 
DOWNING POND SITE 5 - NORTH BACKWATER Downing Pond Direct Drainage to Downing Pond 31.0 31.0 31.0 31.0 1 
DOWNING POND SITE 9 - MM LAKE RD AT CUL Downing Pond Direct Drainage to Downing Pond 30.5 30.5 30.5 30.5 1 
SITE 7N Downing Pond Direct Drainage to Downing Pond 59.3 59.3 59.3 59.3 1 
SITE 7S Downing Pond Direct Drainage to Downing Pond 29.9 29.9 29.9 29.9 1 
Small inlet near Site 4 Downing Pond Direct Drainage to Downing Pond 12.4 12.4 12.4 12.4 1 
Downing Pond Deep near inlet Downing Pond Downing Pond - DEEP 17.7 17.7 17.7 17.7 1 
DOWNING POND SITE 10 - MAIN ST BRIDGE Downing Pond Downing Pond - outflow 22.1 21.7 12.1 34.7 19 
Downing Pond Foxy Johnny Downing Pond Foxy Johnny Trib to Downing Pond 13.4 17.3 10.1 28.4 3 
SITE 4 DOWN Downing Pond MMR - Jones to Downing Pond 43.4 43.4 43.4 43.4 1 
SITE 4 UP Downing Pond MMR - Jones to Downing Pond 31.3 29.6 18.1 39.5 3 
Bickford Woodlot BW #1 Downing Pond North Trib to Downing Pond 6.0 6.0 6.0 6.0 1 
Bickford Woodlot BW #2 Downing Pond South Trib to Downing Pond 17.7 31.7 13.6 63.8 3 
DOWNING POND SITE 6 Downing Pond South Trib to Downing Pond 21.2 21.2 21.2 21.2 1 
Coffin Brook MMR-Alton Coffin Brook-1 (Outflow in marsh) 21.8 21.8 20.4 23.1 2 
MMR - COFFIN BROOK @ RT. 28 MMR-Alton Coffin Brook-3 (Rt. 28) 20.5 21.3 10.0 42.9 17 
Coffin Brook @ Coffin Brook Rd MMR-Alton Coffin Brook-4 (CBR) 25.6 25.0 10.9 39.9 16 
Coffin Bk 302-366 Rt.140 MMR-Alton Coffin Brook-6 21.5 21.5 21.5 21.5 1 
Rt 140 Youngstown Rd MMR-Alton Coffin Brook-6 18.5 18.5 18.5 18.5 1 
Rt 140 Rocky Mt (332 Gilman Hy) MMR-Alton Coffin Brook-7 (Rt. 140) 22.6 22.6 4.9 40.2 2 
Meadow Dam MMR-Alton Meadow Pond (Outflow @ Rt. 140) 6.3 6.3 6.3 6.3 1 
Tanya Silver MMR-Alton Meadow Pond (Outflow @ Rt. 140) 6.3 6.3 6.3 6.3 1 
Mill Pond @ Culvert MMR-Alton Mill Pond 33.2 33.2 33.2 33.2 1 
Mill Pond near Fire Station MMR-Alton Mill Pond 33.0 33.0 33.0 33.0 1 
School Street Culvert (Alton) MMR-Alton Mill Pond 19.1 19.1 19.1 19.1 1 
Rt. 11 State Boat Access MMR-Alton MMR-2 (Site 11) 20.0 22.5 13.3 42.9 19 
127 NDR (Alton) MMR-Alton MMR-3 (Rt. 28) 15.2 15.2 15.2 15.2 1 
244 NDR (Alton) MMR-Alton MMR-3 (Rt. 28) 89.6 89.6 89.6 89.6 1 
99 NDR (Alton) MMR-Alton MMR-3 (Rt. 28) 11.5 11.5 11.5 11.5 1 
Merrymeeting River @ Route 28 (Alton) MMR-Alton MMR-3 (Rt. 28) 15.0 16.3 10.8 27.3 18 
MM River Before Coffin Brook MMR-Alton MMR-3 (Rt. 28) 19.7 19.7 18.1 21.3 2 
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SITE Waterbody Sub-basin Median Mean Min Max n 
MM River Both MM & Coffin Brook MMR-Alton MMR-3 (Rt. 28) 19.6 19.6 17.7 21.5 2 
Route 140 (Alton) MMR-Alton MMR-4 (Rt. 140) 15.3 15.6 10.8 22.2 18 
Alton Power Dam MMR-Alton MMR-5 (Rt. 11) 18.4 18.4 18.4 18.4 1 
ROUTE 11 BRIDGE @ ALTON BAY MMR-Alton MMR-5 (Rt. 11) 16.7 16.3 11.0 20.9 18 
Liberty Tree Park MMR-Alton NA 73.2 73.2 73.2 73.2 1 
Rt. 140 at Ingalls Rd MMR-Alton NA 4.4 4.4 3.8 4.9 2 
Wentworth Pond @ Culvert MMR-Alton NA 26.9 26.9 26.9 26.9 1 
826 SBCR MMR-Alton Trib 1E to Coffin Brook 5.6 5.6 5.3 5.9 2 
Coffin Bk 829 SBCR MMR-Alton Trib 1W to Coffin Brook 5.9 5.9 4.0 7.8 2 
510 SBCR MMR-Alton Trib 2S to Coffin Brook 2.5 4.5 2.5 8.4 3 
Rt 28 sand pit MMR-Alton Trib 3 to Coffin Brook 37.3 37.3 16.9 57.6 2 
Stockbridge Corner Rd (SBCR) 188 MMR-Alton Trib 4S to Coffin Brook 14.4 17.4 11.8 25.9 3 
CBR N 1 MMR-Alton Trib 5 to Coffin Brook 21.3 20.9 8.4 33.9 5 
Coffin Bk on Horne Rd MMR-Alton Trib 5N to Coffin Brook 16.6 18.5 15.3 23.6 3 
CBR N 2 (0.3 miles from CBRN1-127 CBR) MMR-Alton Trib 5S to CB / Trib 5N to CB 24.6 22.6 13.7 27.5 4 
CBR N 3 (100 feet from CBRN2, 99 CBR) MMR-Alton Trib 5S to CB / Trib 5N to CB 7.0 6.7 4.8 7.8 4 
Rt 140 (630 Gilman Highway) MMR-Alton Trib 5S-W to Coffin Brook 8.7 8.5 8.1 8.7 3 
Coffin Bk Rt.140 before Halls Hill MMR-Alton Trib 6 to Coffin Brook 40.0 40.0 40.0 40.0 1 
Coffin Bk Rt.140 before Horne MMR-Alton Trib 6 to Coffin Brook 28.5 26.5 15.3 35.6 3 
A|ÕÕƸê AÊÕÕ b® ƠŏŎŋ AAb®ƈơ MMR-Alton Trib 6W to Coffin Brook 16.9 17.4 16.9 18.5 3 
Moore Farm @ Russell Way & NDR MMR-Alton Trib to MMR-3 (Moore Farm) 57.2 57.2 57.2 57.2 1 
RT 28 Circle True Harvest Store MMR-Alton Trib to MMR-4 22.5 22.5 22.5 22.5 1 

 
 

3.3 WATERSHED MODELING 
Environmental modeling is the process of using mathematics to represent the natural world. Models are created to explain 
how a natural system works, to study cause and effect, or to make predictions under various scenarios. Environmental models 
range from very simple equations that can be solved with pen and paper, to highly complex computer software requiring 
teams of people to operate. Lake models, such as the LLRM, can make predictions about phosphorus concentrations, 
chlorophyll-a concentrations, and water clarity under different pollutant loading scenarios. These types of models play a key 
role in the watershed planning process. USEPA guidelines for watershed plans require that both the assimilative capacity of 
the waterbody and pollutant loads from the watershed be estimated.  

3.3.1 ASSIMILATIVE CAPACITY 

A lake receives natural and human-derived inputs of nutrients, such as phosphorus, in runoff or groundwater inputs from its 
watershed. This phosphorus can be taken up by aquatic life within the lake, settle in the bottom sediments, or flow out of the 
lake to downstream waterbodies. In this sense, there is a natural balance between the amount of phosphorus flowing in and 
Úôð Ú¾ | Õ|Ò² êþêð²×ƃ |ÕêÚ ÒØÚüØ |ê ðÅ² |©ÊÕÊðþ Ú¾ | Õ|Ò² ðÚ Ƶ|êêÊ×ÊÕ|ð²ƶ æÅÚêæÅÚéôêƈ hÅ²assimilative capacity is based on 
factors such as lake volume, watershed area, precipitation, and runoff/baseflow export coefficients. If a lake is receiving more 
phosphorus from the watershed than it can assimilate, then its water quality will decline over time as algae or cyanobacteria 
blooms become more frequent. Decomposition of accumulated organic matter from dead algae or cyanobacteria and plants 
can result in anoxia in bottom waters, which can release phosphorus back into the water column (i.e., internal loading) as 
food for cyanobacteria, algae, and plants and can also be lethal to fish and other aquatic organisms. 

The assimilative capacity analysis, including calculations for total assimilative capacity, reserve assimilative capacity, and 
remaining assimilative capacity, were conducted in accordance with the Standard Operating Procedure for Assimilative 
Capacity Analysis for New Hampshire Waters (Appendix B in the NHDES Guidance for Developing Watershed Management 
Plans in New Hampshire for Section 319 Nonpoint Source Grant Program Project, revised April 14, 2010). 

For New Hampshire waters, water quality ðÅé²êÅÚÕ®ê ôê²® ÊØ |êêÊ×ÊÕ|ðÊú² «|æ|«Êðþ |Ø|Õþê²ê |é² ©|ê²® ÚØ | ü|ð²é©Ú®þƸê
trophic class. For Merrymeeting Lake, the trophic state was determined to be oligotrophic in 1977, 1989, and 2005. This means 
that in-lake water quality should be consistent with the standards for oligotrophic lakes. Marsh Pond was assessed as 
eutrophic in 1986; Jones Pond was assessed as mesotrophic in 1986; and Downing Pond was assessed as eutrophic in 2003. 
Since TMDLs for individual lakes and ponds have not been completed yet in New Hampshire, NHDES bases their attainment 
assessments on water quality criteria associated with these trophic classifications (even though they may represent an 
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impacted condition; in this case, the ponds have been impacted by the point source discharges from the hatchery since it 
became operational in 1947). The NHDES CALM states that the water quality goal should be based upon the most likely best 
achievable trophic classification, which is ultimately set by the community with the support of modeling efforts (to ensure 
that the goal is reasonably achievable given natural phosphorus load sources, ðÅ² Õ|Ò² Úé æÚØ®Ƹê ×ÚéæÅÚ×²ðéþƃ ²ð«ƈơ (NHDES, 
2018b). Only one biological survey was completed prior to hatchery construction Ʃ on Jones Pond in 1938, which showed 
good oxygenation throughout the water column. At a minimum, these ponds should exhibit mesotrophic conditions or better 
without the influence of the hatchery. It was agreed on by the Water Quality Goals Committee, which included NHDES 
representation, that Marsh, Jones, and Downing Ponds should be considered mesotrophic.  

As an example of applying the assimilative capacity criteria, for oligotrophic waterbodies, the nutrient indicator (phosphorus) 
threshold is 8.0 ppb and the response indicator (chlorophyll-a) threshold is 3.3 ppb. NHDES recommends 10% of the water 
quality threshold be kept in reserve; therefore, the Existing Median Water Quality should remain below 7.2 ppb for total 
phosphorus and below 3.0 ppb for chlorophyll-a to be in the Tier 2 High Quality Water category for an oligotrophic waterbody. 
Refer to Section 3.1.2 for Lake Water Quality Criteria. 

Results of the assimilative capacity analysis for Merrymeeting Lake showed that Merrymeeting Lake is Tier 2 for high quality 
waters (for both total phosphorus and chlorophyll-a assessments; Table 3-8). Tier 2 waters have one or more water quality 
parameters that are better than the water quality standard and that also exhibit a reserve capacity of at least 10% of the 
ü|ð²é©Ú®þƸê ðÚð|Õ |êêÊ×ÊÕ|ðÊú² «|æ|«Êðþƈ *ÚðÅ ðÚð|Õ æÅÚêæÅÚéôê |Ø® «ÅÕÚéÚæÅþÕÕ-a in Merrymeeting Lake are well within the 
NHDES ALU criteria for oligotrophic lakes and reflect excellent water quality.  

Results of the assimilative capacity analysis for Marsh, Jones, and Downing Ponds showed that the ponds are impaired for 
both total phosphorus and chlorophyll-a assessments and have greatly exceeded their capacity to assimilate additional 
nutrients, and thus reflect degraded water quality (Table 3-8). 

 

Table 3-8. Assimilative capacity (AC) analysis results for Merrymeeting Lake, Marsh Pond, Jones Pond, and Downing Pond. 

Waterbody Parameter AC Threshold (ppb) Existing Median WQ (ppb) Remaining AC (ppb) Analysis Results 
Merrymeeting Lake Total Phosphorus 7.2 3.5 +3.7 Tier 2 (High Quality) 
Merrymeeting Lake Chlorophyll-a 3 0.8 +2.2 Tier 2 (High Quality) 
Marsh Pond Total Phosphorus 10.8 43.1 -32.3 Impaired 
Marsh Pond Chlorophyll-a 4.5 7.9 -3.4 Impaired 
Jones Pond Total Phosphorus 10.8 26.7 -15.9 Impaired 
Jones Pond Chlorophyll-a 4.5 7.9 -3.4 Impaired 
Downing Pond Total Phosphorus 10.8 25.2 -14.4 Impaired 
Downing Pond Chlorophyll-a 4.5 6.4 -1.9 Impaired 

3.3.2 LAKE LOADING RESPONSE MODEL (LLRM) RESULTS 

A second analysis was used to link watershed loading conditions with total phosphorus and chlorophyll-a concentrations to 
predict past, current, and future water quality in Merrymeeting Lake, Marsh Pond, Jones Pond, Downing Pond, and the 
Merrymeeting River in Alton. An Excel-based model, known as the Lake Loading Response Model (LLRM), was used to develop 
a water and phosphorus loading budget for the lake and its tributaries by using environmental data. Water and phosphorus 
loads (in the form of mass and concentration) are traced from various sources in the watershed, through tributary and 
lake/pond sub-basins, to the confluence of the Merrymeeting River and Lake Winnipesaukee at Alton Bay. The model 
incorporates data about watershed and sub-basin boundaries, land cover, point sources (e.g., Powder Mill State Fish 
Hatchery), septic systems, waterfowl, rainfall, volume and surface area, and internal phosphorus loading.  These data are 
combined with coefficients, attenuation factors, and equations from scientific literature on lakes, rivers, and nutrient cycles. 
The model generates annual average predictions3 of total phosphorus, chlorophyll-a, Secchi disk transparency, and algae 
bloom probability. The model can be used to identify current and future pollution sources, estimate pollution limits and water 
quality goals, and guide watershed improvement projects. Refer to FBE (2019a) for a full description of the model inputs, 
limitations, and assumptions. Refer to Appendix A, Map 7 for phosphorus load by land area in the watershed. 

 

3 The model cannot simulate short-term weather or loading events. 
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We split the watershed into five models: Merrymeeting Lake (Model 1), Marsh Pond (Model 2), Jones Pond (Model 3), Downing 
Pond (Model 4), and Coffin Brook-MMR in Alton (Model 5) (Figure 3-5). Models 2-5 used ðÅ² æé²úÊÚôê ×Ú®²ÕƸê Úôðæôð |ê |n 
upstream point source input. This approach allowed for better model parameterization and estimation of pollution source 
loads by land use type and source for each of the targeted waterbodies. 

 

 

Figure 3-5. Conceptual diagram that illustrates the major flow paths through the Merrymeeting River and Lake watershed. 
Because of the hydrologic complexity of the watershed, the watershed was split into five separate but sequential models. 

 

Overall, model predictions were in good agreement with observed data and were within 0-6% (relative percent difference) of 
observed median annual total phosphorus (Table 3-9). Differences in predicted and observed values for chlorophyll-a and 
Secchi disk transparency were more variable. It is important to note that the LLRM does not explicitly account for all the 
biogeochemical processes occurring within a waterbody that contribute to overall water quality and is less accurate at 
predicting chlorophyll-a and Secchi disk transparency. For example, chlorophyll-a is estimated strictly from nutrient loading, 
but other factors strongly affect algae growth, including low light from suspended sediment, grazing by zooplankton, 
presence of heterotrophic algae, and flushing effects from high flows. There were insufficient data available to evaluate the 
influence of these other factors on observed chlorophyll-a concentrations and Secchi disk transparency readings.  

 

Table 3-9. Predictions for Models 1-5. TP = total phosphorus. Chl-a = chlorophyll-a. SDT = Secchi disk transparency. Annual 
TP represents year-round (not seasonal) observed data. See footnotes for additional details. 

Model Waterbody Annual TP 
(ppb)* 

Predicted 
Annual TP (ppb) 

Observed Mean 
Chl-a (ppb) 

Predicted 
Mean Chl-a 
(ppb) 

Observed 
Mean SDT (m) 

Predicted 
Mean SDT (m) 

1 Merrymeeting Lake 3.5 (4.2) 4.2 0.8 0.7 10.3 7.6 
2 Marsh Pond 17.7 16.9 4.7 6.3 4.0 2.6 
3 Jones Pond 15.7 16.0 4.8 5.9 3.2 2.8 
4 Downing Pond 15.3 15.6 3.4 5.7 3.1 2.8 
5 Coffin Brook-MMR 14.3 15.2  --  --  --  -- 
*Observed annual TP of 3.5 ppb and 4.2 ppb for Merrymeeting Lake represents median in-lake epilimnion TP and 20% adjusted increase from median 
in-lake epilimnion TP, respectively. Most lake data are collected in summer when TP concentrations are typically lower than annual average 
concentrations for which the model predicts. Observed annual TP for Models 2-5 are flow-weighted based on both observed and estimated data (see 
OTHER MAJOR MODEL INPUTS in FBE 2019a). 
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Watershed runoff and baseflow (56-100%) were the 
largest loading contribution across all sources for Models 
1-5, followed by atmospheric deposition (<1-19%), septic 
systems (1-18%), waterfowl (1-7%), and internal loading 
(0-1%) (Table 3-10; Figure 3-6). Waterbodies downstream 
of Merrymeeting Lake were dominated (28-67%) by the 
upstream point source load from the Powder Mill State 
Fish Hatchery that discharges to the river below the 
outlet to Merrymeeting Lake. The percent contribution of 
the direct watershed load greatly increased for Model 5 
(Coffin Brook-MMR) at Alton Bay because of the large 
watershed input from Coffin Brook and along the 
Merrymeeting River mainstem through Alton (while the 
upstream load was diluted and attenuated through the 
river system before discharging to Alton Bay).  

Although small relative to the point source load from the 
Powder Mill State Fish Hatchery, pollutant load 
contribution from development in the watershed, 
including septic systems, is an important and 
manageable source of phosphorus to surface waters in 
the watershed. Development in the watershed is largely 
concentrated around or near shorelines where septic 
systems or holding tanks are located within a short 
distance to the water, leaving little horizontal (and sometimes vertical) space for proper filtration of wastewater effluent. 
Improper maintenance or siting of these systems can cause failures, which leach untreated, nutrient-rich wastewater effluent 
to surface waters.  

Internal loading is also a concern given that low dissolved oxygen in bottom waters of Marsh and Jones Ponds is causing a 
significant release of phosphorus from bottom sediments (as evidenced by the large difference between bottom and surface 
phosphorus concentrations). Low flushing rate in late summer may further exacerbate internal loading as both the duration 
of anoxia and the residence time for nutrients are prolonged. The percent contribution of internal phosphorus load to Marsh 
and Jones Ponds (relative to other sources) will be more significant when the point source load from the Powder Mill State 
Fish Hatchery is remediated; future internal load from legacy point source loading will also continue to be a significant source 
despite remediation and may need to be addressed separately.  

 
Table 3-10. Total phosphorus (TP) and water loading summary by source for Models 1-5. 

MODEL & SOURCE LOAD 
CURRENT 

P  (kg/yr) % Water (cu.m/yr) 
Model 1 - Merrymeeting Lake       
ATMOSPHERIC  55 19% 3,722,937 
INTERNAL  0 0% 0 
WATERFOWL  20 7% 0 
SEPTIC SYSTEM  50 18% 43,181 
WATERSHED LOAD  158 56% 16,544,959 
TOTAL LOAD TO LAKE 284 100% 20,311,078 
Model 2 - Marsh Pond       
ATMOSPHERIC  2 0% 135,221 
INTERNAL  6 1% 0 
WATERFOWL  6 1% 0 
SEPTIC SYSTEM  5 1% 3,623 
DIRECT WATERSHED LOAD  66 13% 7,858,621 
UPSTREAM LOAD (FROM MML) 85 17% 11,848,464 
UPSTREAM LOAD (FROM PMSFH) 342 67% 8,462,614 

Figure 3-6. Total phosphorus (TP) load (kg/yr) by source 
(atmospheric, internal loading, waterfowl, septic systems, 
watershed load) for Model 1 (Merrymeeting Lake), Model 2 
(Marsh Pond), Model 3 (Jones Pond), Model 4 (Downing Pond), 
and Model 5 (Coffin Brook/Merrymeeting River in Alton). 
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MODEL & SOURCE LOAD 
CURRENT 

P  (kg/yr) % Water (cu.m/yr) 
TOTAL LOAD TO LAKE 513 100% 28,308,544 
Model 3 - Jones Pond       
ATMOSPHERIC  3 0% 172,000 
INTERNAL  3 0% 0 
WATERFOWL  3 1% 0 
SEPTIC SYSTEM  6 1% 4,288 
DIRECT WATERSHED LOAD  22 4% 1,692,302 
UPSTREAM LOAD (FROM MARSH) 159 31% 19,845,929 
UPSTREAM LOAD (FROM PMSFH) 320 62% 8,462,614 
TOTAL LOAD TO LAKE 515 100% 30,177,132 
Model 4 - Downing Pond       
ATMOSPHERIC  2 0% 161,176 
INTERNAL  0 0% 0 
WATERFOWL  6 1% 0 
SEPTIC SYSTEM  9 2% 6,606 
DIRECT WATERSHED LOAD  29 5% 1,732,592 
UPSTREAM LOAD (FROM JONES) 183 35% 21,714,518 
UPSTREAM LOAD (FROM PMSFH) 299 57% 8,462,614 
TOTAL LOAD TO LAKE 528 100% 32,077,507 
Model 5 - Coffin Brook/MMR       
DIRECT WATERSHED LOAD  438 50% 27,839,805 
UPSTREAM LOAD (FROM JONES) 186 21% 21,554,828 
UPSTREAM LOAD (FROM PMSFH) 243 28% 7,724,371 
TOTAL LOAD TO RIVER 867 100% 57,119,004 

 

3.3.3 HISTORICAL & FUTURE PHOSPHORUS LOADING: BUILD-OUT ANALYSIS 

Once the models are calibrated for current total phosphorus concentrations, we can then manipulate land cover and other 
factor loadings to estimate pre-development and future phosphorus loading (e.g., what total phosphorus concentrations 
were prior to human development and what total phosphorus concentrations will be following full buildout of the watershed 
under current zoning).  

To predict the pre-development phosphorus load, FBE manipulated the models so that all development was converted back 
to natural vegetation, septic system inputs were set to zero, and internal loading estimates were smaller (assuming anoxic 
conditions observed today are the result of excess organic matter and nutrient loading from human activities in the 
watershed). The phosphorus load for pre-development conditions for Merrymeeting Lake was estimated at 125 kg/yr (56% 
less than current conditions), with an in-lake phosphorus concentration of 1.9 ppb. The phosphorus load for pre-development 
conditions for the Marsh, Jones, and Downing Ponds were estimated at 80 kg/yr, 86 kg/yr, and 96 kg/yr (82-84% less than 
current conditions), with in-pond phosphorus concentrations of 2.6 ppb, 2.7 ppb, and 2.8 ppb, respectively. The phosphorus 
load for pre-development conditions for Coffin Brook-Merrymeeting River in Alton was estimated at 196 kg/yr (77% less than 
current conditions), with an in-stream phosphorus concentration of 3.4 ppb. 

To predict the future phosphorus load from increased development, FBE first performed a build-out analysis for the 
Merrymeeting River and Lake watershed in the towns of New Durham and Alton (FBE, 2019b). The build-out analysis identified 
an estimated 11,653 acres (55%) of the watershed as developable. Up to 3,762 new buildings (a 101% increase from 2018) 
could be added at full build -out  by the year 2090, using the 30-year compound annual growth rate of 1.68% (Appendix A, Map 
8). This predicted increase in development was then input to the model for the Merrymeeting River and Lake watershed. 

The additional future phosphorus load to Merrymeeting Lake was estimated at 117 kg/yr, with an in-lake phosphorus 
concentration of 6.0 ppb. The additional future phosphorus load to Marsh, Jones, and Downing Ponds were estimated at 194 
kg/yr, 194 kg/yr, and 214 kg/yr, with in-pond phosphorus concentrations of 12-23 ppb, 12-22 ppb, and 13-22 ppb, respectively 
(the range of in-pond phosphorus concentrations reflects model results with and without the hatchery point source) (Figure 
3-7). The additional future phosphorus load to Coffin Brook-Merrymeeting River in Alton was estimated at 1,006 kg/yr, with 
an in-stream phosphorus concentration of 29-33 ppb (the range of in-stream phosphorus concentration reflects model results 
with and without the hatchery point source). We presented the alternate extreme future scenarios in this way because the 
actual change in load from the Powder Mill State Fish Hatchery is unknown until the permit limit is set by USEPA. In either  
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Map of buildable area by zone for the Towns of New Durham and Alton, as well as existing and projected buildings in the 
Merrymeeting River and Lake watershed based on a full build-out analysis. The build-out analysis identified an estimated 11,653 
acres (55%) of the watershed as developable. Up to 3,762 new buildings (a 101% increase from 2018) could be added at full build -
out by the year 2090, using the 30-year compound annual growth rate of 1.68% (Appendix A, Map 8). Ƶ<ôÕÕ ©ôÊÕ®-Úôðƶ é²¾²éê ðÚ ðÅ²
time and circumstances whereby no more building construction may occur, or the point at which lots have been subdivided to the 
minimum size allowed based on current zoning standards |Ø® ðÅ²é² Êê ØÚ ×Úé² Ƶ®²ú²ÕÚæ|©Õ²ƶ Õ|Ø®ƈ _²é¾Úé×ÊØ¿ | ©ôÊÕ®-out 
analysis shows a locality what land is available for development, how much development can occur, and at what densities. 
Municipalities can use the analysis as a tool for planning development patterns in the future and understanding development 
impacts to water quality.   
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future scenario, the Merrymeeting River and its ponds are at serious risk for sustained water quality degradation as a 
result of new development in the watershed. 

Results of the build-out analysis and future load modeling reinforce the concept of comprehensive planning at the watershed 
level to address future development and its effect on water quality. Future development will increase the amount of polluted 
runoff that drains to Merrymeeting River and Lake. Any new increases in phosphorus can disrupt the ecological balance in 
favor of increased algae growth, resulting in degraded water clarity. Therefore, it is recommended that town officials 
revisit zoning ordinances to ensure that existing laws encourage LID techniques (see Section 5.2). The impact from new 
buildings and septic systems can be greatly reduced by implementing LID techniques and ensuring that all new septic systems 
are well separated from surface waters both horizontally and vertically (above seasonal high groundwater in suitable soil). 
 

 

 
Figure 3-7. [TOP] Modeled total phosphorus concentrations for pre-development, current, and future conditions with the 
average annual load (2014-2018) from the Powder Mill State Fish Hatchery unchanged. [BOTTOM] Modeled total 
phosphorus concentrations for pre-development, current, and future conditions with the average annual load from the 
Powder Mill State Fish Hatchery removed. Dotted lines represent phosphorus concentration thresholds for each trophic 
class, which apply to lakes and ponds and not to rivers. 

 

3.4 ESTABLISHMENT OF WATER QUALITY GOAL 
The goal of the Merrymeeting River and Lake Watershed Management Plan is to improve water quality in Merrymeeting 
Lake, Marsh Pond, Jones Pond, Downing Pond, and the Merrymeeting River at Alton Bay to eliminate the presence of 
toxic cyanobacteria blooms that impair these waterbodies for aquatic life use and primary contact recreation . This 
goal will be achieved by accomplishing three objectives. More detailed action items to achieve these objectives are provided 
in Section 5.2. 
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Objective 1: Reduce pollutant loading to Merrymeeting Lake by 16 kg/yr to maintain an in-lake median total 
phosphorus concentration of 3.5 ppb in the next 10 years.  

Objective 2: Reduce pollutant loading to Marsh, Jones, and Downing Ponds by 307 kg/yr to achieve in-pond median 
annual and monthly total phosphorus concentrations of 10 ppb.  

¶ Reducing the Powder Mill State Fish Hatchery phosphorus loading by 78% (293 kg/yr) and preventing 
future phosphorus loading anticipated from new development in the next 10 years (14 kg/yr) can be 
achieved through hatchery system design upgrades and by implementing LID regulations on new 
development and/or implementing stormwater or septic system improvements to reduce pollution 
from existing development; refer to Section 3.5. Note that these reduction targets account for Objective 
1 reduction targets. 

Objective 3: Reduce pollutant loading to the Merrymeeting River at Alton Bay by 198 kg/yr to achieve an in-stream 
median annual and monthly total phosphorus concentration of 10 ppb.  

¶ Reducing current phosphorus loading by 88 kg/yr and preventing future phosphorus loading 
anticipated from new development in the next 10 years (110 kg/yr) can be achieved by implementing 
LID regulations on new development and/or implementing stormwater or septic system improvements 
to reduce pollution from existing development; refer to Section 3.5. Note that these reduction targets 
account for Objective 1 and 2 reduction targets. 

The interim goals for each objective allow flexibility in re-assessing water quality objectives following more data collection 
and expected increases in phosphorus loading from new development in the watershed over the next 10 or more years (Table 
3-11). Understanding where water quality will be following watershed improvements compared to where water quality should 
have been following no action will help guide adaptive changes to interim goals (e.g., goals are on track or goals are falling 
short). If the goals are not being met due to lack of funding or other resources for implementation projects versus due to 
increases in phosphorus loading from new development outpacing reductions in phosphorus loading from improvements to 
existing development, then this creates much different conditions from which to adjust interim goals. For each interim goal 
year, the committee should meet to update the water quality data and model and assess why goals are or are not being met. 
The group will then decide on how to adjust the next interim goals to better reflect water quality conditions and practical 
limitations to implementation. 

 

Table 3-11. Interim benchmarks for the water quality objectives. Refer to Action Plan (Section 5.2) for specific 
recommendations related to each objective. TP = total phosphorus. 

Water Quality 
Objective 

Interim Goals/Benchmarks 

2020 2023 2028 

1. Reduce pollutant loading to Merrymeeting Lake by 16 kg/yr to maintain an in-lake median total phosphorus concentration of 3.5 ppb in the 
next 10 years.   

Prevent or offset 5 kg/yr in TP loading 
from new or existing development 

Prevent or offset 10 kg/yr in TP loading 
from new ro existing development; re-
evaluate water quality and track progress 

Prevent or offset 16 kg/yr in TP loading 
from new or existing development; re-
evaluate water quality and track progress 

2. Reduce pollutant loading to Marsh, Jones, and Downing Ponds by 307 kg/yr to achieve in-pond median annual and monthly total phosphorus 
concentrations of 10 ppb.   

Prevent or offset 5 kg/yr in TP loading 
from new or existing development 

Achieve 293 kg/yr reduction in TP loading 
with hatchery upgrade; prevent or offset 
10 kg/yr in TP loading from new or 
existing development; re-evaluate water 
quality and track progress 

Achieve 293 kg/yr reduction in TP loading 
with hatchery upgrade; prevent or offset 
14 kg/yr in TP loading from new or existing 
development; re-evaluate water quality 
and track progress 

3. Reduce pollutant loading to the Merrymeeting River at Alton Bay by 198 kg/yr to achieve an in-stream median annual and monthly total 
phosphorus concentration of 10 ppb.  
  Achieve 20 kg/yr reduction in TP 

loading from existing development; 
prevent or offset 25 kg/yr in TP loading 
from new or existing development 

Achieve 40 kg/yr reduction in TP loading 
from existing development; prevent or 
offset 50 kg/yr in TP loading from new or 
existing development 

Achieve 88 kg/yr reduction in TP loading 
from existing development; prevent or 
offset 110 kg/yr in TP loading from new or 
existing development 
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3.5 POLLUTANT SOURCE IDENTIFICATION 
3.5.1 POWDER MILL STATE FISH HATCHERY 

The Powder Mill State Fish Hatchery was built by the NHFGD in 1947 and has remained the largest fish hatchery in the State 
of New Hampshire, stocking brook trout, rainbow trout, brown trout, and land-locked salmon in rivers and lakes throughout 
the state. On average, the hatchery stocks 2,300 rainbow trout and landlocked salmon in Merrymeeting Lake each year. The 
hatchery itself covers 25 acres of the 102 acres that are part of the NHFGD-owned Marks Wildlife Management Area.  

The NHFGD withdraws water from an intake approximately 50 feet deep in Merrymeeting Lake to supply cold, well-
oxygenated water year-round for its fish rearing operations, located just below the Merrymeeting Lake outlet dam. These 
water withdrawals account for 42% of the average annual water volume outflow from Merrymeeting Lake (data summarized 
using 2014-2018 monthly average flow reported to EPA). Water from the facility is discharged via Outfall #1 (2,666,933 cubic 
m/yr) about 0.25 river miles from the lake outlet and Outfall #2 (5,762,681 cubic m/yr) located about 0.53 river miles from the 
lake outlet (Figure 3-8). The hatchery discharges a near-constant water load containing phosphorus levels approximately 12 
times higher than the outflow concentration from Merrymeeting Lake (though monthly average phosphorus levels are 
variable depending on the time of year and facility activities). The discharge from the hatchery in summer during low baseflow 
conditions is the only headwater source for the river and increases the concentration of phosphorus in the river and 
downstream waterbodies (leading to algae and cyanobacteria blooms and excessive plant growth), while the discharge from 
the hatchery in other times of year during high-flow conditions is diluted by other sources of water with lower phosphorus 
concentrations (e.g., water release from the l|Ò² úÊ| ðÅ² ®|×Ƹê êæÊÕÕü|þơƈ 

The NHFGD operates the hatchery under a USEPA-approved permit that regulates the amount of water and pollutants that 
can be extracted from the lake and then discharged from the facility. Under the current permit, the NHFGD is required to 
conduct one 24-hour composite sample at each outfall on a quarterly basis and report the average monthly and maximum 
daily values. The NHFGD uses an automated composite sampler that samples once every 15 minutes (for a total of 96 samples 
per day). In most cases, the two reported values of average monthly and maximum daily values will be equal because only 
one 24-hour composite sample is collected.  

The NHFGD is currently under pending litigation from the Conservation Law Foundation to upgrade the hatchery to 
substantially reduce phosphorus loads discharged from the outfalls. The NHFGD is awaiting the final phosphorus permit limit 
from the USEPA before proceeding with construction plans for the hatchery upgrade. In the meantime, the NHFGD has been 
working with the local community to alter current practices at the hatchery that reduce phosphorus loads to the river. 

 

 

Figure 3-8. Average monthly flow volume discharged by the Powder Mill State Fish Hatchery (Outfalls #1 and #2), estimated 
monthly flow volume discharged directly from Merrymeeting Lake (non-hatchery outflow), and average monthly 
Merrymeeting Lake surface elevation (data obtained from Merrymeeting Lake Association). Negative non-hatchery outflow 
estimates from July-September suggest that both the hatchery and evaporation extract more water than what is 
replenished by precipitation. 
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3.5.2 MILL POND 

During the process of developing the watershed 
management plan, Mill Pond was identified as a significant 
pollution source to the Merrymeeting River. NHDES and 
CMSC have completed preliminary assessments of Mill Pond 
showing serious water quality degradation as a result of 
elevated phosphorus concentrations and subsequent algae 
and cyanobacteria blooms. NHDES has placed Mill Pond on 
the 303(d) list of impaired surface waters as impaired for 
aquatic life use due to elevated levels of cyanobacteria 
microcystins.  

QÊÕÕ _ÚØ® ü|ê «é²|ð²® ÊØ ðÅ² Õ|ð² ŌœŋŋƸê üÅ²Ø QÊÕÕ bÚ|®
(currently known as Letter S Road) was extended south to 
connect the Wentworth Mills, which included a grist mill, saw 
mill, and box shop at the dam to Wentworth Pond, to the 
present Route 140 (Griffin, 1965). The Wentworth Mills district 
expanded to include a blacksmith shop and slaughterhouse 
before an arsonist set fire to the entire complex in 1906.  

Despite the tragic fires, the area continued to be productive 
and popular for residents. However, even before the 1900s, 
people knew that water from Mill Pond was unfit for human 
consumption. Homes built in the hill district of Main Street 
(also known as the Belvedere section because of its upscale 
homes owned by Alton businessmen) therefore drew their 
water from an aqueduct system that supplied the village. The 
aqueduct was developed in 1829 by William Emerson and 
James Jewett and started at a spring near the Charles Coffin Mooney house on Wolfeboro Hill across Route 28 opposite the 
junction with Old Wolfeboro Road.  

The water quality of Mill Pond has since suffered from both legacy and current sources of pollution. A landfill along the banks 
Ú¾ QÊÕÕ _ÚØ® ü|ê ÊØ Úæ²é|ðÊÚØ ¾éÚ× ðÅ² ²|éÕþ ŌŔŋŋƸê ðÚ |©Úôð ŌŔŐŋƈ Following 2018 rain events, CMSC observed seepage from 
the banks of Mill Pond at the capped landfill, indicating a possible break in the lining. Further investigation is required. A 
commercial laundromat along Route 11 experienced a complete septic system failure that resulted in raw sewage discharge 
to Mill Pond for nearly a year in 1979 before it was identified and shut down. About 50 years ago, a large sawdust pile remnant 
from the sawmill at the former Wentworth Mills was bulldozed into Mill Pond. About 25 years ago, the stormwater system for 
Route 11 was reconfigured to direct untreated stormwater runoff to Mill Pond. Mill Pond should be prioritized for future 
monitoring of phosphorus and cyanobacteria, as well as pollutant source investigations of potential NPS pollution issues (see 
Action Plan in Section 5.2). 

3.5.3 WATERSHED SURVEY 

A watershed survey is a first-phase, screening-level assessment designed to locate potential sources of NPS pollution within 
areas that drain to a waterbody. The watershed is assessed by foot or car from public access points (e.g., public roads, 
common areas) unless information is provided by private landowners. Results of the survey are essential to the watershed 
planning process because they identify individual NPS sites and prioritize BMP implementation projects throughout the 
watershed. Full-scale designs and cost estimates will need to be completed for each of the identified watershed survey sites. 
These follow-up actions are detailed in the Action Plan (Section 5.2). 

FBE was contracted to complete a watershed survey that identified and documented evidence of sediment erosion or 
ƵÅÚðêæÚðêƶ Ú¾ ØôðéÊ²Øð ÕÚ|®ÊØ¿ ðÚ êôé¾|«² ü|ð²éê ÊØ ðÅ² Q²ééþ×²²ðÊØ¿ bÊú²é |Ø® O|Ò² ü|ð²éêÅ²®ƈ On multiple dates from May-
August, Fred Quimby documented 41 erosion ƵÅÚðêæÚðƶ êÊð²ê ðÅ|ð ×|þ ©² ®²ðéÊ×²Øð|Õ ðÚ ðÅ² Õ|Ò² Úé éÊú²éƸê ü|ð²é èô|ÕÊðþƈ TØ
8/23/2018, FBE technical staff (Forrest Bell and Christine Bunyon) surveyed a portion of the watershed, following up on several 
sites already identified by Fred Quimby and do«ô×²ØðÊØ¿ Ŏ Ø²ü ²éÚêÊÚØ ƵÅÚðêæÚðƶ êÊð²êƈ TØ ŔƎōŒƎōŋŌœƃ <*3 ð²«ÅØÊ«|Õ êð|¾¾

Drainage area to Mill Pond which is connected to Wentworth 
Pond along the Merrymeeting River via two small culverts 
under Letter S Road. 
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(Laura Diemer) surveyed the entire watershed, following up on several sites already identified and documenting 35 new 
²éÚêÊÚØ ƵÅÚðêæÚðƶ êÊð²ê ƠŒœ êÊð²ê ðÚð|Õ; refer to Appendix A, Map 9). Documentation included describing the problem, making 
é²«Ú××²Ø®|ðÊÚØê ¾Úé ¾ÊýÊØ¿ ðÅ² æéÚ©Õ²×ƃ é|ðÊØ¿ ðÅ² êÊð²Ƹê Ê×æ|«ð ðÚ ü|ð²é èô|ÕÊðþƃ ÕÚ¿¿ÊØ¿ ðÅ² êÊð²Ƹê ¿²ÚæÚêÊðÊÚØƃ |Ø® ð|ÒÊØ¿ 
photographs. 

General recommendations included stabilizing pull-offs and driveways, infiltrating concentrated flowpaths via turnouts, 
settling basins, or trenches, defining and meandering pathways, using coarse gravel or riprap (avoiding small pebbles that 
can be carried away easily), and installing and armoring ditches and culverts. Many properties were already using catch 
basins to capture runoff and sediment, which may be the only practical means to capture runoff given the steep grades and 
lack of suitable area to infiltrate surface water. North and South Shore Roads along Merrymeeting Lake were especially 
characterized by steep grades and minimal road shoulders and ditches, which generate significant stormwater runoff and 
erosion issues. Because of these landscape challenges, construction sites are especially vulnerable to improper functioning 
of stormwater controls. If not already in place, the Town of New Durham should consider incorporating strict regulations and 
enforcement of stormwater controls during construction on properties around the lake. 

Using the NHDES Simple Method Pollutant Loading Spreadsheet Model and EPA Region 5 model, we estimated the pollutant 
ÕÚ|®ÊØ¿ ƠðÚð|Õ êôêæ²Ø®²® êÚÕÊ®êƃ ðÚð|Õ æÅÚêæÅÚéôêƃ |Ø® ðÚð|Õ ØÊðéÚ¿²Øơ ÕÊÒ²Õþ ¿²Ø²é|ð²® ¾éÚ× ²|«Å ²éÚêÊÚØ ƵÅÚðêæÚðƶ êÊð² Ơê²² 
model spreadsheet for metadata, references, and assumptions). A general cost estimate was also assigned to each site based 
on the scale of recommended fixes. *|ê²® ÚØ ²|«Å êÊð²Ƹê Ê×æ|«ð é|ðÊØ¿ƃ ²êðÊ×|ð²® «Úêðƃ |Ø® æÚð²ØðÊ|Õ æÚÕÕôð|Øð ÕÚ|®
reduction, the 78 ²éÚêÊÚØ ƵÅÚðêæÚðƶ êÊð²ê ü²é² ranked 1-78 from highest to lowest priority for implementation. The top 10 
²éÚêÊÚØ ƵÅÚðêæÚðƶ |é²|ê ƠŌŐ êÊð²êơ |é² ®²ê«éÊ©²® ÊØ ×Úé² ®²ð|ÊÕ ©²ÕÚüƈ LQx ¾ÊÕ² ü|ê |ÕêÚ «é²|ð²® ¾Úé ÊØð²é|«ðÊú² êæ|ðÊ|Õ
mapping of the 78 identified sites, including descriptions and photographs. Implementing recommendations at all 78 erosion 
ƵÅÚðêæÚðƶ êÊð²ê üÚôÕ® æÚð²ØðÊ|ÕÕþ é²®ô«² ðÅ² æÅÚêæÅÚéôê ÕÚ|®Merrymeeting River and Lake by 25 kg/yr (10 kg/yr for the top 
10 areas) and cost an estimated $1.16-$2.19 million ($326,000-$570,000 for the top 10 areas), including annual maintenance 
costs for 10 years.  

HWG developed preliminary designs and cost estimates for the top 3 ²éÚêÊÚØ ƵÅÚðêæÚðƶ |é²|êƈWe strongly recommend that 
a full engineered design and cost estimate be completed for each site prior to implementation.  

 

 
Examples of drainage challenges on the roads around Merrymeeting Lake that are characterized by steep grades to the shoreline 
(left), minimal road shoulders and ditches or suitable area to infiltrate surface water (middle), and unstable or eroding culvert 
inlets and outlets (right).  
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Before (left) and after (right). One site (2-02), identified at the Merrymeeting River boat access ramp off Merrymeeting Rd 
downstream of the Powder Mill State Fish Hatchery, has since been remediated by local groups.  

 

 

 
There were several good examples throughout the watershed of stabilization techniques for stormwater control, using riprap or 
crushed stone, vegetated swales, and mulch.  

  


























































